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ABOUT CHOGORI

Founded in 2007, manufactures a wide range of environmentally sealed and rugged connectors for harsh
environment and outdoor applications. 15 products series and 3,000+ standard products with UL, CCC,

CE, TUV.

570 employees with 120,000 square feet of production space and an International Industry Standard Laboratory.
We obtained TS16949 certificate in 2016 and successfully passed the new standard IATF16949 this year. All
products are tested in the laboratory in accordance with the standard of USCAR2&37, while adding the customer's

special characteristics and adding the failure verification of components in DFMEA.

Chogori connectors and assemblies feature smaller size, lower cost and higher current rating based on its

patented NEWSOK® contact technology.
Chogori follows a lean manufacturing management philosophy.

Chogori is listed on the Third Board of the China National Equities Exchange and Quotations (NEEQ) under stock
code 838368.

©2008

200K sets connectors

used for Opening Ceremony of 201 3 T
Beijing Olympic Games;
Started to develop
NEWSOK-high current contact.

Chogori started to follow
alean manufacturing
management philosophy;
NEWSOK-high current contact
> 2007 obtained invention patents in China.

Chogori Founded;

First generation waterproof
connector released.
22010

50K sets connectors used for
Shanghai World Expo.

_O—

2014 ¢

M15 connectors became
Chinese streetlight
interface standard ;

Acquired the honor of
“National High-tech Enterprises”.

—o—




2015¢

NEWSOK-high current

contact obtained

American Invention patent;
Approaching Electronic Vehicle Market.

2016 ¢

Listed on the Third Market of

the China National Equities Exchange
and quotations(NEEQ).

Stock code: 838368;

Followed APQP control processes,
acquired the honor of
1SOITS16949:2009;

HISTORY & APPLICATION

2017 ¢

New Subsidiares:

Shanghai Chogori Technolegy Co. Ltd
Luoyang Chogori Technology Co.,Ltd
NEWSOK-high current contact obtained
German invention patent.
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Origin of Company Name and Vision Statement

The second highest peak in the world butitis the most hardest and formidable mountain to climb:

CHOGORI
Meaning: Chogori's purpose to become a highly technical, dignified, meaningful company!

Vision Statement:
We gather the world's best talents, being people-oriented and having continuous improvements mindset.
Improve lives with our wisdom and hands. Provide our customers with complete connectivity solutions,

reliably connecting their advanced technologies to every part of the world.
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LED Street Lighting in China
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REASON TO CHOOSE US

Quality Assurance
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Equipment

Equipment Capacity

Testing Item

Thermal Shock Tester

IP67 IP68 Positive
Pressue Testing

IP66 Testing Machine

Universal Testing Machine

Coating thickness Tester

Vibration Testing Machine

Programmable
Environmental Tester

2.5 image measurer

Salt Water Spray Tester

Torque Tester

Drop Test Machine

AC LOW-ohm

Bending Tester

Insulation Resistance and
Withstanding Voltage Tester

Flaming Tester

-40°C~150°C

From room temp.to 150°C
require about 30min
From low temp.to 40°C
require B48about 80min

Max.pressure 160KPA
Measuring precision 0.01KPA

Max.flow 120 litre/min.
Max.Hydraulic 2 kg/cm?2(20M spout)

Loading:10000kg/cm?
Stress:2.0kg/cmz2.sec
Speed:50.0mm/min
Strain speed:10%/min

X Ray Tube high pressure:50KV
X Ray Tube electric current:800uA

5~100Hz. Vibration 0~8 section
10Hz~55Hz. 30SEC~55Hz~10Hz.
30SEC/120 cycle

-40°C~105°C.20~98%RH

H:+105°C 5Min~30Min

L:-40°C 70Min

Optics magnifying rate: 0.7 ~4.5X
Image magnifying rate: 41.5 ~ 266.4X
Dpi:0.001mm

Spraying pressure:1.0£0.1kg/cm?
Spraying quantity:1~2ml/80cm?/h
Heating time:40min

0.3kgf/cm~40kgf/cm

Max.volume of
testinitem:80*80*80CM(L*M*H)

Resistance testing range:20mQ~2mQ

Bending angle:45°.60°.90°.180°
Bending speed:20~60CPM
Loading:100g.200g.300g.500g
R=5mm

AC:0.05~5KV 0.1mA~30mA
DC:0.05~6KV 0.01mA~15mA

Flame height:100120mm
Burning angle 20°

Product life span

Waterproof reliability

Waterproof reliability

Test the coefficient of elasticity,
Yield Strength,tensile strength,
Percent Elongation,compression,
bending,shearing strength,tearing,
etc.These information could be
used as design and research
reference

Test coating and plating thickness,
analyze material

Structure strength,the loosing and
wear & tear of joint item.The
connection.short circuit, etc of
assembled item.

Temperature circulation

Inspection of precision
component

Anti-corrosion test

Twisting test

Test the anti-vibration
and protection of packaging
and product

Precise resistance

The bending endurable of
wire product join.

Product voltage durable capacity

VW-burning Test

Eﬂm—_—w —_—— e
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Equipment

Equipment Capacity

Testing Item

Ultraviolet Test Chamber

Insertion & Pull Force Tester

X Ray fluorescent Spectrometer

Microscope

Projector

Electric Screwdriver
Torque Corrector

Force Tester

A Type Sclerometer

DC Power Supply

Electricity examining machine

Press-Pull Force Tester

Automatic Vacuum Tester

Flat-iron temperature measure

Network Analyzer
Desktop Multi-function ammeter

Programmable Power Supply
IC Simulator

DC Load Machine
Alternating Power Supply

www.chogori.cn

Inner chamber size:460*300*350mm
UV Tube:GL 15(watt)*2

Loading:5~50kg
Speed:0~100mm/min

Pb 700ppm Cd 70ppm
Hg 700ppm Cr 700ppm
Br 700ppm

TX~45X

Magnification:10~100X Dpi:0.001mm
Max.height of workpiece:123.5mm
Max.weight bearing:8kg

Measuring range:0.01~10N.m /
0.1~100kgf.cm/0.1~90Ibfin

Capacity 0~20 kgf

Range 0~100°

60V 1.5A

6500HV

1.Voltage :DC 15V
2.Testing point:128
3.Speed:128 point/0.2sec
4 Isolation:500KQ~10MQ
5.Connecting:100Q~10KQ

Capacity 0~20 kgf

760 Hg/mm

Range of Measurement 100~600°C
Precision +3°C(in 300°C~500V°C range)

Cat6.0 250MHz
600V 10A

0~32v(3A)
Simulating of single chip

6A-60A 16V-80V 300W

1150w 1600VA

Anti ultraviolet test

Simulating proudct life-span

Product, component, packaging

Precise component inspection

Measuring size

Correcting torque

Test the tensile strength of
product joint Test the pushing
force of pin joint

Test the hardness of material
surface or its'section

Direct current
1.Connecting

1.1 Malposition Test
1.2 Broken circrit Test

1.3 Shout circuit Test
2. Isolation Test

Testing the tensile strength of
product joint

Testing the thrust-resistance of
PIN joint

Prodrct vacuity

Falt-Iron temperature measuring

Measuring the transmission speed
of network wiring

Alternating Current, Direct Current,
Resistance ,Diode

Direct current
Single chip
Direct load

Alternating current
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How To Order

220021 1 1 - 01 - 001

~~€D Product Series 1 —— |- @) Locking Type
11=500 Series 1=Screw Type
21=Mini Series 2=Lock Bayonet Type
22=Standard Series 3=Push Lock Type
23=Middle Series
24=Large Series — 79 Assembly Method
1=Installable 180°
ﬂ Poles 2=Installable 90°
002=2Poles 3=Molded 180°
003=3Poles 4=Molded 90°
...... 5=Panel Mount
6=Screw Fix
ﬂType = —@ Connector Sequence Code
1=Pin,Male Connector From 01 to 99
2=Socket,Male Connector
3=Pin,Female Connector ﬂ Cable Sequence Code
4=Socket,Female Connector From 001 to 999

5=Pin,Panel Mount
6=Socket,Panel Mount
7=Pin to Pin Cable

8=Pin to Socket Cable
9=Socket to Socket Cable

www.chogori.cn 0
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1. Micro Series---=-===---=---- P14-P17
2.500 Series------======mmmmmmmum- P18-P23
3. Mini Series-------------=------- P24-P36
4. Standard Series--------------- P37-P54
5. Middle Series-------======--- P55-P75
6. Large Series--------------o---- P76-P90
7. RJ45 Series----------===nmmuu-- P91-P96
8. USB Series------------cnnmuu-- P97-P104
9. T-Adapter Series-------------- P105-P107
10. Splitter Series---------------- P108

11. M15 Series---------=---—----- P109-113
12.CACS3 Series---=---==ccceeuu-- P114-P117
13. FC Series--------====-omuuunmv P118

14. RW Series----------=---—----- P119

15. Waterproof Cap-------------- P120-P130




Micro Series

1. Micro B Series, Male / Female Connector............... P15-P16
2. Micro A Series, Male / Female Connector........................ P17
0
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MICRO SERIES
CHOGORI

Micro Series Specifications

Micro B Series:Male Connector/ Female Connector

Molded, 180° Molded, 180°
Direct plug-in, Male Plug Direct plug-in, Female Plug
Figure
Drawing
30 - 30
= Q L0 o
=
=g . L
(=& M=K -
E N L= =
4P 2p 3P 4P
BLK BLK BLK GEN BLK BLK BLK BLK GEN BLK

Part-No.

2 40002151-01 2 40002451-01

3 40003151-01 3 40003451-01

4 40004151-01 4 40004451-01

5 40005151-01 5 40005451-01

6 40006151-01 6 40006451-01
Number of Contacts 2 3 4 5 6
Wire Gauge 0.14mm>?~0.20mm?
Cable Range @3.7mm~4.1mm
Environmental Protection IP66 (Mated)
Mechanical Life 200 cycles
OperatingTemperature -25°C~+80°C
Breakdown Voltage = AC 500V / 1Minute
Contact Resistance =20mQ Max
Insulation Resistance = 20MQ Min
Rated Current (40°C) 2.0A

www.chogori.cn G
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MICRO SERIES
CHOGORI

Micro B Series:Male Connector/ Female Connector

Micro Series Specifications

Front Panel Mount, 180°

Direct plug-in, Male Panel Mount

Molded, 180°

Direct plug-in, Female Plug

Figure
Drawing
33.5E005
- Be
el g [ 3
| =
il mq = N
_ S

= = g it _

e | 1550 = i <:'<<<<< I [

S " | RECOMMENDED PANEL CUT OUT S 7\

= [EE2mm MAX
(]
Part-No.
242 13202555-01 242 40202451-01

Number of Contacts 242
Wire Gauge 0.6~0.14mm’ 1.0~1.5mm’
Cable Range 21.0~1.5mm’
Environmental Protection IP66(Mated)
Mechanical Life 200 cycles
OperatingTemperature -25°C~80°C
Breakdown Voltage > AC 500V / 1Minute
Contact Resistance <20mQ Min
Insulation Resistance 2 20mQ Max

Rated Current (40°C)

21.50(10.0A), 20.60 ( 2.0A)




MICRO SERIES
CHOGORI
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Micro Series Specifications

Micro A Series:Male Connector/ Female Connector

Front Panel Mount, 180° Molded, 180°
Direct plug-in, Male Panel Mount Direct plug-in, Female Plug
Figure
Drawing
2 P 28.5+0.3 .
™~

- N 7.50°01 S

So e < (

+S RECOMMENDED PANEL CUT OUT T 7\

: FAYE ;2m MAK
[+ o]
(5]
Part-No.
2pP 13002555-01 2P 40002451-02

Number of Contacts 2
Wire Gauge 0.14~0.2mm’
Cable Range 253.0mm?
Environmental Protection IP66(Mated)
Mechanical Life 200 cycles
OperatingTemperature -25°C~80°C
Breakdown Voltage > AC 500V / 1Minute
Contact Resistance < 20mQ Min
Insulation Resistance 2 20mQ Max
Rated Current (40°C) 2.0A

www.chogori.cn G



500 Series

1.500 Series, Assembly/Wiring Instructions.............. P19 - P20
2.500 Series, Front Panel Mount&Female Pin.................... P21
3. 500 Series, Male Connector/ Male Pin.......coooiiiiiiiiiiiii... P22

4.500 Series, Female Connector/ FemalePin.................... P23




Assembly/Wiring Instructions 500 SERlES(MALE)
CHOGORI

Strip and prepare Cable

w
Q2
=
o
w
o
=]
frel

Thread Seals Nut,Seals Ring
2 and Clamp Ring onto the cable.

(lamp Ring
Seals Nut

Seals Ring

Solder wire
3
Assemble the Housing into Clamp ring:
4 Assemble Direction Align Fool-proof Direction ﬂ
Housing
— Fix Housing into Clamp Ring
5 Put Seals Ring to the end of Clamp Ring.

%:{}

6 Assemble Seals Nut and Clamp Ring.

7 Assemble Spring on the Clamp ring.

Assemble Lock Loop on the Clamp ring, Assemble O-Ring into lock loop

Rotate Lock Loop to left I
Lock Loop e il r
|- 0

www.chogori.cn @
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Assembly/Wiring Instructions 500 SER'ES(FEMALE)
CHOGORI

Strip and prepare Cable

Thread Seals Nut,Seals Ring a— p—
mp Ring 5 Ring

2 and Clamp Ring onto the cable. . @
= Seals Nut

Solder wire
3

Fix Housing into Clampring.
4 Fool-proof Direction

Tool
C’/ Housing
5 Put Seals Ring to the end of Clamp Ring. e
=

6 Assemble Seals Nut and Clamp Ring.

@ www.chogori.cn



CHOGORI

500 Series Specifications

500 Series , Front Panel Mount & Female Pin 8
@
Front Panel @
Push Lock Type, Solder 3
Figure
Drawing , Panel T=1.6~3.2
2
H =
s
Fanel Cut—Dut
Part-No.
1 11001635-01
2 1100263501 K us
3 1100363501 AR us
4 11004635-01
242 11202635-01
5 11005635-01
6 11006635-01
7 11007635-01
8 11008635-01
10 1101063501 AR5
14 11014635-01
Number of Contacts 1 2 3 4 242 5 6 7 8 10 14
Wire Gauge 0.34mm? (22AWG) 0.14mm? (26AWG)
Panel Thickness 1.6mm - 3.2mm
Environmental Protection IP85/IP67 (Mated)
Mechanical Life 500 mating cycles
OperatingTemperature -45°C - 105C
Voltage Rating 110V 110V 110V 110V 110V 6OV 60V 60V 60V 30V 3oV
Rated Current(40C) 24 2A 24 2A 5A+2A 2A 2A 24 24 1A 1A

www.chogori.cn a



CHOGORI

500 Series Specifications

@ 500 Series , Male Connector & Male Pin

=]

@ Field Installable, 180° Molded, 180° 'Molded, 90°

§' iPush Lock Type, Solder Push Lock Type, Solder Push Lock Type, Solder
Figure
Drawing

cY REF50.7

= .

$13.2
5]
~pom

1913.20

1 50-6.3 | 1100113101 1 Max. 6.3 | 11001133-01-XXX 1 29-6.3 | 11001134-01-XXX
2 50-63 | 11002131-01 (PAXus 2 Max. 6.3 | 11002133-01-00¢ AR s 2 29-63 | 11002134-01-0% X s
3 50-63 | 1100313101 (X ug 3 Max. 6.3 | 11003133-01-XXX A¥ws 3 29-6.3 | 11003134-01-XxX @K g
4 50-6.3 | 11004131-01 4 Max. 6.3 | 11004133-01-XXX 4 29-6.3 | 11004134-01-XXX
2+2 50-6.3 | 11202131-01 2+2 Max. 6.3 | 11202133-01-XXX 2+2 29-63 | 11202134-01-XXX
5 50-6.3 | 11005131-01 5 Max. 6.3 | 11005133-01-XXX 5 29-6.3 | 11005134-01-XXX
6 50-6.3 | 11006131-01 6 Max. 6.3 | 11006133-01-XXX 6 29-6.3 | 11006134-01-XXX
7 50-63 | 1100713101 7 Max. 6.3 | 11007133-01-XXX 7 29-6.3 | 11007134-01-XXX
8 50-6.3 | 11008131-01 8 Max. 6.3 | 11008133-01-XXX 8 29-6.3 | 11008134-01-XXX
10 | 50-63 [ 1101013101 MR || 10 | Max 63| 110101330000 PEw|| 10 29-63 | 11010136-01-XxX AR g
14 50-63 | 11014131-01 14 Max. 6.3 | 11014133-01-XXX 14 29-6.3 | 11014134-01-XXX
sewmos
Number of Contacts 1 2 3 4 2+2 5 6 7 8 10 14
Wire Gaugs 0.34mm’ (22AWG) 0.14mm’ (26AWG)
Cable Range 5.0-6.3 (Field Installable) ‘ 2.9mm - 6.3mm (Molded)
Environmental Protection IP65/IP67(Mated)
Mechanical Life 500 mating cycles
OperatingTemperature -45C - 105°C
Voltage Rating 110V 110V 110V 110V 110V 60V 60V 60V 60V 3ov 3oV
Rated Current(40°C’) 2A 2A 2A 2A 5A+2A 20 2A 2A 2A 1A 1A

@ www.chogori.cn



CHOGORI

500 Series Specifications

500 Series , Female connector & Female Pin 2
Field Installable, 180° Molded, 180° ' 3
- Push Lock Type, Solder Push Lock Type, Solder §
Figure
Drawing
~37 49 _i
R =
A=Y S 1}
Part-No.
1 50-63 11001431-01 1 Max. 6.3 11001433-01-XXX
2 50-6.3 11002431-01 (AR s 2 Max. 6.3 11002433010 (TR gs
3 50-63 11003431-01 AR ys 3 Max. 6.3 11003433-01-XX% AR gs
4 50-6.3 11004431-01 4 Max. 6.3 11004433-01-XXX
242 50-6.3 11202431-01 2+2 Max. 6.3 11202433-01-XXX
5 50-6.3 11005431-01 5 Max. 6.3 11005433-01-XXX
6 50-6.3 11006431-01 6 Max. 6.3 11006433-01-XXX
7 5.0-6.3 11007431-01 7 Max. 6.3 11007433-01-XXX
8 50-6.3 11008431-01 8 Max. 6.3 11008433-01-XXX
10 5.0-63 1101043101 K 10 Max. 6.3 11010423-01-XXX SRR gs
14 50-6.3 11014431-01 14 Max. 6.3 11014433-01-XXX
wawans
Number of Contacts 1 2 ) 4 2+2 ] 6 7 8 10
Wire Gauge 0.34mm’ (22AWG) 0.14mm’ (26AWG)
Cable Range 5.0- 6.3 (Field Installable) ‘ 2.9mm - 6.3mm (Molded)
Environmental Protection IP67 (Mated)
Mechanical Life 500 mating cycles
Operating Temperature -45C - 105C
Voltage Rating 110V 110V 110V 1oV 1oV 60V 60V 60V 60V 30V
Rated Current(40°C) 2A 2A 2A 2A 5A+2A 2A 2A 2A 2A 1A

www.chogori.cn a
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. Mini Series, Assembly/Wiring Instructions...................... P25
. Mini Series, Front Panel Mount&Female Pin........... P26 -P28
. Mini Series, Male Connector/ Female Pin............... P29 -P31
. Mini Series, Front Panel Mount&Female Pin........... P32 -P33
. Mini Series, Male Connector/ MalePin............cc.cccooina.... P34
. Mini Series, Female Connector/ Male Pin............... P35 - P36
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Assembly/Wiring Instructions MINI SERIRS

CHOGORI

Strip and prepare Cable.

1 9-11mm_

2 - 3mm

Tined ,
Thread Seals Nut,O- Ring,

2 Clamp Ring and Gasket
onto the cable. ”
- Sealshut
0-Ring

Gasket ClampRing

0
2

=

Q
w
£
=

Solder wire

Assemble Gasketinto Clampring:
4 Gasket Direction

(Flat Surface to Housing)
Housing

5 Assemble Clamp Ring to Housing

6 Put O-Ring to the Clamp Ring.

7 Assemble Seals Nut and Clamp Ring.

AARY

www.chogori.cn e



CHOGORI

MINI Series Specifications

Mini Series , Front Panel Mount & Male pin

Front Panel Mount Front Panel Mount
Lock Bayonet Type, Solder Screw Type, Solder
Figure
= g
El
®
@
=
Drawing
2.8 [
Panel Cut—Out 16.8 Panel Cut—Out
Part-No.
2 2100252501 GARes 2 2100251501 AR us
3 2100352501 K ys 3 2100351501 AR us
4(5A) 21004525-01 4(5A) 21004515-01
4(2A) 21004525-02 4(2A) 21004515-02
5 21005525-01 AR s 5 2100551501 AKus
6 2100652501 AR us 6 21006515-01 A s
2+4 21204525-01 2+4 21204515-01
7 2100752501 AR us 7 2100751501 GARus
8 2100852501 X ys 8 21008515-01 Al
Number of Contacts 2 ‘ g ‘ 4 4 ‘ ) ‘ 6 ‘ 2+4 ‘ 7 ‘ 8
Wire Gauge 0.519mm’ (20AWG) 0.34mm’ (22AWG)
Panel Thickness Max. 4.0mm
Environmental Protection IP67 (Mated)
Mechanical Life 500 mating cycles
OperatingTemperature -45T - 105C
Voltage Rating 110V 110V 110V 10V 50V 50V 50V 50V 50V
Rated Current(40°C) 5A 5A 5A 2A 2A 2A 5+2A 2A 2A

@ www.chogori.cn



CHOGORI

MINI Series Specifications

Mini Series , Front Panel Mount & Male pin

Front Panel Mount Front Panel Mount
Lock Bayonet Type, PCB Screw Type, PCB
Figure g
[}
w
E
=
Drawing 2~4Pin(5A),L=4.7mm 16.80 2~4Pin(5A),L=4.7mm IFEE
4~8Pin(2A),L=3mm 2.80 4~8Pin(2A),L=3mm 2.80
2+4Pin(5+2A),3mm % 2+4Pin(5+2A),3mm %
N ]
So|
+gl — E—
 HU P =
=
Panel Cut—Out — & Panel Cut-0ut s o
Part-No.
2 21002525-02 2 21002515-02
3 21003525-02 3 21003515-02
4(28) 21004525-05 4(28) 21004515-05
4(5A) 21004525-06 4(5A) 21004515-06
5 21005525-02 5 21005515-02
6 21006525-02 6 21006515-02
2+4 21204525-02 2+4 21204515-02
7 21007525-02 7 21007515-02
8 21008525-02 8 21008515-02
Number of Contacts 2 | 3 | 4 4| 5 s | e | 7 | s
Wire Gauge 0.519mm’ (20AWG) 0.34mm’ (22AWG)
Panel Thickness Max. 4.0mm
Environmental Protection IP67 (Mated)
Mechanical Life 500 mating cycles
OperatingTemperature - 45T - 105C
Voltage Rating 110V 110V 110V 110V 50V 50V 50V 50V 50V
Rated Current(40°C) 5A 5A 5A 24 2A 2A 5424 2A 2A
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CHOGORI

MINI Series Specifications

Mini Series , Rear Panel Mount & Male pin

Rear Panel Mount Rear Panel Mount
Lock Bayonet Type, Solder Screw Type, Solder
= Figure
El
w
]
=
Drawing 16.8
8.0
4
i - =
S o
- 2
B¢
1 Max4.0
el B Panel Cut—Out
Part-No.
2 2100252503 AKX s 2 2100251503 ¢ARus
3 2100362503 AK e 3 21003515-03 Ak s
4(5A) 21004525-03 4(5A) 21004515-03
4(28) 21004525-04 4(20) 21004515-04
5 21005525-03 AR ys 5 21005515-03 -\ P
6 21006525-03 AR us 6 21006515-03 A
2+4 2120452503 2+4 2120451503
7 2100752503 YARus 7 21007515-03 Ak s
8 2100852503 RKys 8 21008515-03 Al
Number of Contacts : | s | 4 4 5 o6 | w71 | s
Wire Gauge 0.519mm’ (20AWG) 0.34mm? (22AWG)
Panel Thickness Max. 4.0mm
Environmental Protection IP67 (Mated)
Mechanical Life 500 mating cycles
OperatingTemperature -45C - 105TC
Voltage Rating 110V 110V 1oV 110V 50V 50V 50V 50V 50V
Rated Current(40°C’) 5A 5A 5A 2A 2A 2A 5+2A 2A 2A
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CHOGORI

Mini Series, Male connector & Female pin

MINI Series Specifications

Field Installable, 180° Field Installable, 180°
Lock Bayonet Type, Solder Screw Type, Solder
Figure &
b
w
=
=
Drawing
423 , 42.3
2 35-68 21002221-01 SAK s 2 35-68 2100221101 AR
3 35-6.8 21003221-01 AR us 3 35-68 21003211-01 K gs
4(54) 35-6.8 21004221-01 4(5A) 35-68 21004211-01
4(28) 35-6.8 21004221-02 4(2A) 35-68 21004211-02
5 35-6.8 2100522101 SAK 45 5 35-68 21005211-01 AR 45
6 35-6.8 21006221-015AK o5 6 35-68 21006211-01 AR us
244 35-6.8 2120422101 244 35-68 21204211-01
7 35-6.8 21007221-01cARus 7 35-68 21007211-01 A} 45
8 35-68 21008221-01. AR us 8 35-68 21008211-01 K s
Number of Contacts 2 ‘ 3 ‘ 4 4 ‘ 5 ‘ 6 ‘ 244 ‘ 7 ‘ 8
Wire Gauge 0.519mm’ (20AWG) 0.34mm’ (22AWG)
Cable Range 3.5mm - 6.8mm
Environmental Protection IP67 (Mated)
Mechanical Life 500 mating cycles
OperatingTemperature -457C - 105°C
Voltage Rating 110V 110V 110V 110V 50V 50V 50V 50V 50V
Rated Current(40°C) 5A 5A 5A 2A 2A 2A 5+2A 2A 2A
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CHOGORI

MINI Series Specifications

Mini Series , Male connector & Female pin

Molded, 180° Molded, 180°
Lock Bayonet Type, Solder Screw Type, Solder
= Figure
El
o
]
3
Drawing
42.3 £ i
2 & 2 2
= s
Part-NO. _—
2 max7 2 21002223-01-XX AR us 2 max7.2 21002213-01-XXX AR us
3 max.2 21003223-01-XXX AR s 3 max7.2 21003213-01-XXX AR us
4(5A) max7.2 21004223-01-XXX 4(5A) max7.2 21004213-01-XXX
4(2A) max7.2 21004223-02-XXX 4(2A) max7.2 21004213-02-XXX
5 max7.2 21005223-01-XXX 5 max7.2 21005213-01-XXX
6 max7.2 21006223-01-XXX 6 max7.2 21006213-01-XXX
244 max7.2 21204223-01-XXX 2+4 max7.2 21204213-01-XXX
7 max7.2 21007223-01-XXX 7 max7.2 21007213-01-XXX
8 max7.2 21008223-01-XXX 8 max7.2 21008213-01-XXX
Number of Contacts 2 ‘ & ‘ 4 4 ‘ 5 ‘ 6 ‘ 244 ‘ 7 ‘ 8
Wire Gauge 0.519mm?” (20AWG) 0.34mm? (22AWG)
Cable Range Max. 7.2mm
Environmental Protection IP67 (Mated)
Mechanical Life 500 mating cycles
OperatingTemperature -40C - 80C
Voltage Rating 110V 1oV 11V 110V 50V 50V 50V 50V 50V
Rated Current{40°C) 5A 5A 5A 2A 2A 2A 5+2A 2A 2A
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CHOGORI

MINI Series Specifications

Mini Series , Male connector & Female pin

Molded, 90° Molded, 90°
Lock Bayonet Type, Solder Screw Type, Solder
Figure "
o
@
w
=
=
Drawing
30.0 30.0
) Q) |
< = o 3
= = =
Lk
=
Part-No.
2 max7.2 21002224-02-XXX AR us 2 max7.2 21002214-02-XXX AKus
3 max7.2 21003224-02-XXX ;AR us 3 max7.2 21003214-02XXX S AK us
4(5A) max7.2 21004224-02-XXX 4(5A) max7.2 21004214-02-XXX
4(2A) max7.2 21004224-03-XXX 4(2A) max7.2 21004214-03-XXX
5 max7.2 21005224-02-XXX 5 max7.2 210052140 2-XXX
6 max7.2 21006224-02-XXX 6 max7.2 21006214-02-XXX
2+4 max7.2 21204224-02-XXX 244 max7.2 21204214-02-XXX
7 max7.2 21007224-02-XXX 7 max7.2 21007214-02-XXX
8 max7.2 21008224-02-XXX 8 max7.2 21008214-02-XXX
Number of Contacts 2 [ 3 | 4 4| 5 B
Wire Gauge 0.519mm’ (20AWG) 0.34mm’ (22AWG)
Cable Range Max. 7.2mm
Environmental Protection IP67 (Mated)
Mechanical Life 500 mating cycles
OperatingTemperature -40°C - 80°C
Voltage Rating 110V 110V 110V 110V 50V 50V 50V 50V 50V
Rated Current{40°C) 5A 5A 5A 2A 2A 2A 5+2A 2A 2A
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CHOGORI

Mini Series , Front Panel Mount & Female pin

MINI Series Specifications

Front Panel Mount ‘Front Panel Mount
Lock Bayonet Type, Solder Screw Type, Solder
Figure
Drawing 1680 1560
1320 L 180
-—-1 .-—w—-.‘1
¢ 7
7 7
m |
g _-E # ? é |
ZINE=k= s 0
1l e
% #
Part-No.
2 21002625-01 2 21002615-01
3 21003625-01 3 21003615-01
4 21004625-01 4 21004615-01

Front Panel Mount
Lock Bayonet Type, PCB

Front Panel Mount
Screw Type, PCB

Figure
Drawing 16.80
=
- E
el = il ||\ =
S |,‘||M‘\||\““ =
5 M
Panel Cut-0ut e Panel Cut—=0ut _
X
Part-No.
2 21002625-02 2 21002615-02
3 21003625-02 3 21003615-02
4 21004625-02 4 21004615-02
Number of Contacts 2 ‘ 3 ‘ 4
Wire Gauge 0.519mm’ (20AWG) 0.34mm’ (22AWG)
Panel Thickness Max. 4.0mm
Environmental Protection IP67 (Mated)
Mechanical Life 500 mating cycles
OperatingTemperature -45C - 105°C
Voltage Rating 50V
Rated Current(40°C) 5A
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CHOGORI

Mini Series , Rear Panel Mount & Female pin

Figure

Drawing

Part-No.

Rear Panel Mount

Lock Bayonet Type, Solder

MINI Series Specifications

Rear Panel Mount
Screw Type, Solder

16.80
8.80
:
3 LM !
1 | :
“
2 21002625-03 2 21002615-03
3 21003625-03 3 21003615-03
4 21004625-03 L 21004615-03

Number of Contacts 2 3 4

Wire Gauge 0.519mm” (20AWG) 0.34mm’ (22AWG)
Panel Thickness Max. 4.0mm

Environmental Protection IP67 (Mated)

Mechanical Life

500 mating cycles

OperatingTemperature -45C - 105C
Voltage Rating 50V
Rated Current(40°C) 5A
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CHOGORI

MINI Series Specifications

Mini Series , Male connector & Male pin

Molded, 90° Molded, 90°
Lock Bayonet Type, Solder Screw Type, Solder
Figure
= g
=2
{7
]
3
Drawing
30.0
| [ fo] ol [
= = = = w
s = s L
| i
&
Part-No.
2 Max. 7.2 21002124-02-XXX 2 Max. 7.2 21002114-02-XXX
3 Max. 7.2 21003124-02-XXX 3 Max. 7.2 21003114-02-XXX
4 Max. 7.2 21004124-02-XXX 4 Max. 7.2 21004114-02-XXX
Number of Contacts 2 3 ‘ 4
Wire Gauge 0.519mm’ (20AWG) 0.34mm* (22AWG)
Cable Range 0.519mm’ (20AWG) 0.34mm’ (22AWG)
Environmental Protection IP67 (Mated)
Mechanical Life 500 mating cycles
OperatingTemperature -40C - 80°C
Voltage Rating 50V
Rated Current(40°C) 5A
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CHOGORI

Mini Series , Female connector & Male pin

Figure

Drawing

Part-No.

MINI Series Specifications

Field Installable, 180°
Lock Bayonet Type, Solder

Field Installable, 180°
Screw Type, Solder

43.6 , \ 43.6
1_|_ r H
e AT | = 2 = _ -
o h=Y
=jm| _
2 35-6.8 21002321-01 K ys 2 3.5-6.8 21002311-01 JSAK ys
3 35-6.8 21003321-01 AK ug 3 35-6.8 21003311-01 AXus
4(50) 3.5-6.8 2100432101 4(5A) 35-6.8 21004311-01
4(2A) 35-6.8 2100432102 4(2A) 35-6.8 2100431102
5 35-6.8 21005321-01 AR ug 5 35-6.8 21005311-01 SAKus
6 35-6.8 21006321-01 AK o5 8 35-6.8 2100631101 AXus
2+4 35-6.8 2120432101 2+4 35-6.8 2120431101
7 35-6.8 21007321-01 AR us 7 35-68 2100731101 X us
8 35-6.8 21008321-01 X us 8 35-6.8 2100831101 AR s

Number of Contacts 2 ‘ 3 ‘ 4 4 ‘ 5 ‘ 6 ‘ 2+4 ‘ 7 ‘ 8
Wire Gauge 0.519mm’ (20AWG) 0.34mm” (22AWG)

Cable Range 3.5mm - 6.8mm

Environmental Protection IP67/IP68 (Mated)

Mechanical Life 500 mating cycles

OperatingTemperature —- 450 - 106°C

Voltage Rating 110V 110V 110v 110V 50V 50V 50V 50V 50v
Rated Current(40°C) 5A 5A 5A 2A 2A 2A 5+2A 2A 2A
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CHOGORI

Mini Series , Female connector & Male pin

MINI Series Specifications

- Molded, 180° Molded, 180°
Lock Bayonet Type, Solder Screw Type, Solder
= Figure
El
w
]
=
w
Drawing
= 433 433
| |
I - I o
9 [ ] 0
) - — e} L e
A T8 ME 3 —5
Part-No.
2 Max. 7.2 21002323-01-XXX (AR s 2 Max. 7.2 21002313-01-XXX (AR us
3 Max. 7.2 21003323-01-XXX AR us 3 Max. 7.2 21003313-01-XXX AR us
4(5A) Max. 7.2 21004323-01-XXX 4(5A) Max. 7.2 21004313-01-XXX
4(2A) Max. 7.2 21004323-02-XXX 4(2A) Max. 7.2 21004313-02-XXX
5 Max. 7.2 21005323-01-XXX 5 Max. 7.2 21005313-01-XXX
6 Max. 7.2 21006323-01-XXX 6 Max. 7.2 21006313-01-XXX
244 Max. 7.2 21204323-01-XXX 2+4 Max. 7.2 21204313-01-XXX
7 Max. 7.2 21007323-01-XXX T Max. 7.2 21007313-01-XXX
8 Max. 7.2 21008323-01-XXX 8 Max, 7.2 21008313-01-XXX
Number of Contacts 2 ‘ 3 ‘ 4 4 ‘ 5 ‘ 6 ‘ 2+4 ‘ I ‘ 8
Wire Gauge 0.519mm’ (20AWG) 0.34mm’ (22AWG)
Cable Range Max. 7.2mm
Environmental Protection IP67 (Mated)
Mechanical Life 500 mating cycles
OperatingTemperature -40C - 80C
Voltage Rafing 110V 110v 10V 110V 50V 50V 50V 50V 50V
Rated Current(40°C) 5A 5A 5A 2A 2A 2A 5+2A 2A 2A
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Standard Series

1. Standard Series, Assembly/Wiring Instructions............... P38
2. Standard Series, Panel Mount&Male Pin................ P39 - P41
3. Standard Series, Male Connector/ Female Pin........ P42 - P44
4. Standard Series, Panel Mount&Female Pin............ P45 - P47
5. Standard Series, Male Connector/ Male Pin............ P48 - P50
6. Standard Series, Female Connector/ Male Pin........ P51 -P52

7. Standard Series, Female Connector/ Female Pin....P53 - P54




Strip and prepare Cable. 8- | 2rim

Thread Seals Nut,Seals Ring,

Clamp Ring and Gasket onto
the cable. M
Seals Nut
' Seals Ring

Clamp Ring

a_)M

Solder wire

Assemble Gasketinto Clampring:
Gasket Direction

(Flat Surface to Housing) ﬂ
Housing i}
Assemble Clamp Ring to Housing '

Put Seals Ring to the end of Clamp Ring.

Assemble Seals Nut and Clamp Ring.




Standard Series, Panel Mount & Male Pin

Panel Front Mount,
Screw Type, Solder

Standard Series Specifications

Panel Front Mount,
Lock Bayonet Type, Solder

Panel Front Mount,
Push Lock Type, Solder

Figure
Drawing Max4.0 Max4. - Max3.0 _ .
7]
<
; © = = . © ol o \ @ =
— —_— =] ey N — —
2 wgll= O B O
= o 13 e 15
FepsiitntOut Panel Cut=Out Panel Cut—Out
Part Number
2 2200251501 JARus 2 22002525-01 (AR us 2 2200253501 AR s
3 2200351501 (YARes 3 2200352501 SAKys 3 22003535-01 AR s
4 22004515-01 A} 4 2200452501 YR} 4 22004535-01  YRY
5 2200551501  AKus 5 22005525-01 K 5 2200553501 AR s
6 22006515-01  ¢ARus 6 22006525-01 AR us 6 22006535-01  cARus
244 22204515-01 244 22204525-01 244 22204535-01
34 22304515-01 34 22304525-01 3+4 22304535-01
8 22008515-01 AR us 8 2200852501 PARes 8 2200853501 ARus
10 22010515-01 10 22010525-01 10 22010535-01
12 2201251501 12 22012525-01 12 22012535-01

Number of Contacts 2 | 3 4 5 | s 24 | 3w 8 0| 12
! 0.823mm” (18AWG) 0.823mm® 5 0.823mm’ (18BAWG)*2C/3C | 0.519mm® 3
Wire G i i
Neoehen 1omm  (teawg)| COIMMAWE) | comn? 0AWGIMC | (20AWG) G ey
Panel Thickness Max. 4.0mm Max. 4.0mm Max.2.5mm
Environmental Protection |P68 (Mated) IP67 (Mated) IP67 (Mated)
Mechanical Life 500 mating cycles
OperatingTemperature -45C - 105°C
Voltage Rating 300V 300V 125V 60V 60V 60V 60V 60V 30V 30V
Rated Current (40°C) 10A 10A 10A 5A 5A 10A+5A 10A+2A 5A 2A 2A




Standard Series, Panel Mount & Male Pin

Figure

Panel Front Mount,
Screw Type, PCB

Drawing

Part Number

Standard Series Specifications

Panel Front Mount,
Lock Bayonet Type, PCB

Panel Front Mount,
Push Lock Type, PCB

Panel T. Max4.0

Ponel T: Mox4.0 Ponel T: Max30
4 ) 5
(] wifey N7 el o) g
|/ i L= S |/ o] N S
15 td
Pane:zut—out 120 Panel Cut-Out [&‘ Panel Cut-Out
2 22002515-02 2 22002625-02 2 2200253502
3 2200351502 3 22003525-02 3 22003535-02
4 2200451502 4 22004525-02 4 22004536-02
5 22005515-02 ] 22005525-02 4] 22005535-02
6 22006515-02 6 22006525-02 6 22006535-02
2+4 2220451502 2+4 22204525-02 2+4 22204535-02
3+4 2230451502 3+4 22304525-02 3+4 223045636-02
8 2200851502 8 22008525-02 8 22008535-02
10 22010515-02 10 22010525-02 10 22010535-02
12 22012515-02 12 22012525-02 12 2201253502

Number of Contacts 2 ‘ 3 | @ 5 ‘ 6 2+4 ‘ 3+4 8 10 ‘ 12
Wire Gauge 0'823?31:1(;?”6) %sze'“; 0.519mm(20AWG) 022;”;:::(82':\:\“;%)22?0 ?Z%m’g: 0.34mm? (22AWG)
Panel Thickness Max. 4.0mm Max. 4.0mm Max.2.5mm
Environmental Protection |P68 (Mated) IP67 (Mated) IP&67 (Mated)
Mechanical Life 500 mating cycles

OperatingTemperature -45°C - 106°C

Voltage Rating 300V 300V 125V 60V 60V 60V 60V 60V 30V 30V
Rated Current (40°C) 10A 10A 10A 5A 5A 10A+5A 10A+2A 5A 2A 2A




Standard Series, Panel Mount & Male Pin

Panel Rear Mount,
Screw Type, Solder

Standard Series Specifications

| Panel Rear Mount,

Lock Bayonet Type, Solder

Panel Rear Mount,
Push Lock Type, Solder

Figure
Drawing
Max5.0
B
N
T——+—r3 S
/ B ]
| ¢
15 i
18.0
Panel Cut—0Out
Part Number

?—u—
|
SERNRE: gy E
70 S
1'5

Panel Cut—0Out

Max5.5

|
|
%16
220.3

2 2200251503 X us 2 2200252503 (AN 2 22002535-03 (ARus
3 22003515-03 AR es 3 22003525-03  ¢ARus 3 2200353503 ARus
4 2200451503 R} 4 2200452503 A} 4 22004535-03 R}
5 2200551503 ¢PAKus 5 2200552503 %AKes 5 22005535-03  (ANus
6 2200651503 (AR us 6 22008525-03  (ANus 6 2200853503 AR us
244 22204515-03 244 22204525-03 244 22204535-03
344 2230451503 344 22304525-03 344 22304535-03
8 22008515-03 ¢ ARes 8 22008525-03 (AR us 8 2200853503 AR us
10 22010515-03 10 22010525-03 10 22010535-03
12 22012515-03 12 22012525-03 12 22012535-03

Number of Contacts 2 | 3 4 5 | 6 24w 8 0 | 12

. 0.823mm?” (18AWG) 0.823mm” 2 0.823mm* (18AWG)*2C/3C |  0.519mm’ A
Wire G [ :

ire Gauge 10 \ (1BAWG) 0.519mm*(20AWG) 0.515mm? (20AWG)4C (20AWG) 0.34mm" (22AWG)
Panel Thickness Max. 5.0mm Max. 5.0mm Max. 5.5mm
Environmental Protection IP68 (Mated) IP67 (Mated) IP67 (Mated)
Mechanical Life 500 mating cycles
Operating Temperature -45°C - 105°C
Voltage Rating 300V 300V 125V 60V 60V 60V 60V 60V 30V 30V
Rated Current (40°C) 10A 10A 10A 5A 5A 10A+5A 10A+2A 5A 2A 2A




Standard Series Specifications

Standard Series, Male Connector & Female Pin

Field Installable, 180° Field Installable, 180° Field Installable, 180°
Screw Type, Solder Lock Bayonet Type, Solder Push Lock Type, Solder
Figure
Drawing
_ 485 . 485 ; 48.5 .
] " | 0
ol = 3 =t ]: s (3
o @ = & o]
: (IEiEE i
Part Number
2 50-68 2200221101 SAKus|| 2 50-68 |22002221-01 ARus 2 50-68 |22002231-01 Aw
3 | 50-68 |22003211-01 SMKw|| 3 | 50-68 [22003221-01 MMws|| 3 | 50-68 2200323101 e
4 | 50-68 (2200421101 XY || 4 | 50-68 |22004221:01 YRR 4 | 50-68 |22004231-01 YRY
5 | 50-68 [22005211-01 M|l 5 | 50-68 |22005221-01 MMw|| 5 50-68 [22005231-01 X
6 | 50-68 [22006211-01 MKs|| 6 | 50-68 |22006221-01 MMy || 6 50-68 |22006231-01 ¥
2+4 50-6.8 |22204211-01 2+4 5.0-6.8 |22204221-01 2+4 5.0-6.8 |22204231-01
3+4 50-6.8 |22304211-01 3+4 5.0-6.8 |22304221-01 3+4 5.0-6.8 |22304231-01
8 50-68 |22008211-01 SARus|| 8 50-68 |22008221-01 ARu|| 8 50-68 |22008231-01 SANe
10 50-6.8 |22010211-01 10 5.0-6.8 |22010221-01 10 5.0-6.8 |22010231-01
12 50-6.8 | 2201221101 12 50-6.8 |22012221-01 12 5.0-6.8 |22012231-01
5 50-6.8 |22005211-21 5 50-6.8 |22005231-21
Number of Contacts 2 | 3 4 K 24 3 8 0 | 12 5
. 0.823mm’ (18AWG) 0.823mm’ ; 0.823mm* (18AWG)*2C/3C | 0.519mm? 5 0.823mm’
Wire G 0.519 20AWG 0.34 22AWG
R 10mm’  (18AWG) MIROANG) | ) s1omn’ poawarac | (20awG) MM (EAWG) L qang)
Cable Range 5.0-6.8mm
Environmental Protection IP68 (Mated) ‘ IP67 (Mated) IPG7 (Mated)
Mechanical Life 500 mating cycles
Operating Temperature =451 1052
Voltage Rating 300v 300V 125V 60V 60V 60V 60V 60V 30V 30V 125V
Rated Current {40°C) 10A 10A 10A 5A 5A 10A+5A 10A+2A 5A 2A 27 10A




Standard Series, Male Connector & Female Pin

Figure

Drawing

Part Number

Standard Series Specifications

Molded with Cable, 180°
Screw Type, Solder

Molded with Cable, 180°
Lock Bayonet Type, Solder

Molded with Cable, 180°
Push Lock Type, Solder

REF59.1 |

219

2 Max. 9.0 |22002213-01-XX% AR s 2 Max. 9.0 [22002223-01-xxX Y pg 2 Max. 9.0 [22002235-01-5xX (K yg
3 Max. 9.0 |22003213:0100¢ SAK g 3 Max. 9.0 (22000225000 K e 3 Max. 9.0 22003233010 AR
4 Max. 9.0 |22004213-01-XXX “ 4 Max. 9.0 |22004223-01-XXX “ 4 Max. 9.0 |22004233-01-XXX “
5 Max. 9.0 |22005213-01-X%% A s 5 Max. 9.0 22005223010 AR ws 5 Max. 9.0 [22005233-01xxX AR g
6 Max. 9.0 [22006213-01-XXX AR s 6 Max. 9.0 [22006223-01-0X  SARus 6 Max. 9.0 |22008233-01-XKX AR e
2+4 Max. 9.0 |22204213-01-XXX 2+4 Max. 9.0 |22204223-01-XXX 2+4 Max. 9.0 [22204233-01-XXX
3+4 Max. 9.0 |22304213-01-XXX 3+4 Max. 9.0 |22304223-01-XXX 3+4 Max. 9.0 [22304233-01-XXX
8 Max. 9.0 |22008213-01-x¢x ARs|| 8 Max. 9.0 [22008223-01-0K  SNK g5 8 Max. 9.0 [22008233-015X ¢ PXug
10 Max. 9.0 122010213-01-XXX 10 Max. 9.0 [22010223-01-XXX 10 Max. 9.0 [22010233-01-XXX
12 Max. 9.0 |22012213-01-XXX 12 Max. 9.0 |22012223-01-XXX 12 Max. 9.0 [22012233-01-XXX
5 Max. 9.0 [22005213-21-XXX 5 Max. 9.0 [22005233-01-XXX

Number of Contacts 2 | 3 4 5 | 6 24 8 0|12 | 5

) 0.823mm’ (18AWG) 0.823mm’ . 0.823mm* (18AWG)*2C/3C |  0.519mm? 2 0.823mm*
Wire G 51 20AW ; 22AW

Yo 1om? |(eawg) OO OGN o crommeaoswayac | aoawg) | O™ BAVE) (rpang)
Cable Range Max. 9.0 mm
Environmental Protection IP67 (Mated) \ 1P67(Mated) IP67 (Mated)
Mechanical Life 500 mating cycles
OperatingTemperature -40°C - 80°C
Voltage Rating 300V 300V | 125V 60V 60V 60V 6OV 80V 30V 30v 125V
Rated Current (40°C) 10A 10A 10A 5A 5A | 10A+5A 10A+2A 5A 2A 20 10A




Standard Series Specifications

Standard Series, Male Connector & Female Pin

Molded with Cable, 90° Molded with Cable, 90° Molded with Cable, 90°
Screw Type, Solder Lock Bayonet Type, Solder Push Lock Type, Solder
Figure
Drawing
Sl
== |
2 —— ERR=TIES) o
s = 3 |:E g 8
o
Part Number
2 Max. 9.0 [22002214-01-30X ARy 2 Max. 9.0 [22002224-01-5x%  (GKug 2 Max. 9.0 [22002234-01-50X ARy
3 Max. 9.0 |22003214-01-XXX AR ys 3 Max. 9.0 |22003224-01-XXX ;KK pg 3 Max. 9.0 |22003234-01-%x%  GAKus
4 Max. 9.0 |22004214-01-XXX “ 4 Max. 9.0 |22004224-01-XXX “‘ 4 Max. 9.0 [22004234-01-XXX “
5 Max. 9.0 |22005214-01-3% S\ ys 5 Max. 9.0 |22005224-01XxX  SNK 5 Max. 9.0 |22005234-01-x¢x YA Rus
6 Max. 9.0 |22006214-01-x3X SR yg 6 Max. 9.0 |22006224-01-5% SR 6 Max. 9.0 [22006238-01-5xX K yg
2+4 Max. 9.0 [22204214-01-XXX 2+4 Max. 9.0 [22204224-01-XXX 2+4 Max. 9.0 |22204234-01-XXX
3+4 Max. 9.0 |22304214-01-XXX 3+4 Max. 9.0 |22304224-01-XXX 3+4 Max. 9.0 |22304234-01-XXX
8 Max. 9.0 |22008214-01-XXX SR 8 Max. 9.0 |22008224-01-Xx%  (YAR s 8 Max. 9.0 |22008234-01-x¢ A}
10 | Max.9.0 |22010214-01-XXX 10 | Max.9.0 |22010224-01-XXX 10 | Max.9.0 {22010234-01-XXX
12 | Max.9.0 |22012214-01-XXX 12 | Max.9.0 |22012224-01-XXX 12 | Max.9.0 |22012234-01-XXX
5 Max. 9.0 |22005214-21-XXX 5 Max. 9.0 |22005234-21-XXX
Number of Contacts 2 ‘ 3 4 5 ‘ 6 2+4 ‘ 344 8 10 ‘ 12 5
) 0.823mm? (18AWG) 0.823mm” 2 0.823mm’ (1BAWG)*2C/3C |  0.519mm? 2 0.823mm*
Wire Gauge 0.519 20AWG 0.34i 22AWG
¢ 10mmt (18AWG) MM (20AWG) | stomm? (20AWGPAC | (20AWG) mm'(228WG) | 18AWG)
Cable Range Max. 9.0 mm
Environmental Protection IP67(Mated) ‘ IP67(Mated) P67 (Mated)
Mechanical Life 500 mating cycles
OperatingTemperature -40C - 80C
Voltage Rating 300V 300V 125V 60V 60V 60V 60V 60V 30v 30V 125V
Rated Current(40°C) 10A 10A 10A 5A 5A 10A+5A 10A+2A 5A 2A 2A 10A




Standard Series, Panel Mount & Female Pin

Panel Front Mount,
Screw Type, Solder

Panel Front Mount,

Lock Bayonet Type, Solder

Standard Series Specifications

Panel Front Mount,
Push Lock Type, Solder

Figure
Drawing e e
x: x4, - lax.3. P
Maxd - g - [AEpsEsl o
; = \ ©) e = = M
s ML S B B — 2
LA Lol |/ = 5 L 8
1‘5 t 15 =
18.0 18.0
Panel Cut—0Out Panel Cut—Qut
Part Number
2 2200261501 ARy || 2 2200262501 (PXus || 2 2200263501 (AR us
3 2200361501 Qs || 3 2200362500 Xy || 3 2200363501 AR 45
4 2200461501 Y 4 2200462501 YA} 4 2200463501 Y
5 2200561501 AR || 5 2200562501 PARus|| 5 2200563501 AR us
6 2200661501 AKXy || 6 220066250 oPKus || 6 22006635-01  cRus
2+4 2220461501 2+4 2220462501 2+4 22204635-01
246 22206615-01 246 22206625-01 246 22206635-01

Number of Contacts 2 3 4 5 ‘ 6 2+4 2+6

Wire Gauge 0.823mm® (18AWG) 0.823mm’ 0.519mm? 0.823mm’ (18AWG)*2C 0.519mm’” (20AWG)*2C
1.0mm’ (18AWG) (20AWG) 0.34mm? (22AWG)*4C 0.34mm’ (22AWG)*6C

Panel Thickness Max. 4.0mm Max. 4.0mm Max. 2.5mm

Environmental Protection IP68 (Mated) IP67 (Mated) IP67 (Mated)

Mechanical Life 500 mating cycles

OperatingTemperature -45C - 105°C

Voltage Rating 3o00v 300v 125V 60V 60V 6oV 3oV

Rated Current (40°C) 10A 10A 10A 5A 5A 10A+2A 5A+2A




CHOGORI

Standard Series, Panel Mount & Female Pin

Standard Series Specifications

Panel Front Mount, Panel Front Mount, Panel Front Mount,
Screw Type, PCB Lock Bayonet Type, PCB Push Lock Type, PCB
Figure
Drawing
Panel T: Max4.0 4.0 Panel T: Mox4.0 4.0 Panel T: Max3.0
I 9
! © HIE » ! slli= | g
e I § : o= T g
N bl NS | [] |/
15 = 15 ~ 15
Panel Cut—Out Panel Cut—Out Panel Cut-Out
Part Number
2 22002615-02 2 22002625-02 2 22002635-02
3 2200361502 3 22003625-02 3 22003635-02
4 22004615-02 4 22004625-02 4 22004635-02
5 22005615-02 5 22005625-02 5 22005635-02
6 22006615-02 6 22006625-02 6 22006635-02
244 2220461502 244 22204625-02 2+4 22204635-02
2+6 22206615-02 2+6 22206625-02 2+6 22206635-02

Number of Contacts 2 ‘ 3 4 5 ‘ 6 2+4 246

Wire Gauge 0_823mm2(1£23AWG) 0.823mm? 0.519mm’ [3.823mm22 (1BAWG)*2C [3.519mm22 (20AWG)*2C
1.0mm (18AWG) (20AWG) 0.34mm" (22AWG)*4C 0.34mm" (22AWG)*6C

Panel Thickness Max. 4.0mm Max. 4.0mm Max.2.5mm

Environmental Protection IP68 (Mated) IP67 (Mated) IP67 (Mated)

Mechanical Life 500 mating cycles

OperatingTemperature -45C - 1057C

Voltage Rating 300V 300V 125V 60V 60V 60V 30V

Rated Current (40°C) 10A 10A 10A 5A 5A 10A+2A BA+2A

www.chogori.
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CHOGORI

Standard Series, Panel Mount & Female Pin

Figure

Panel Rear Mount,
Screw Type, Solder

Panel Rear Mount,

Lock Bayonet Type, Solder

Standard Series Specifications

Panel Rear Mount,
Push Lock Type, Solder

Drawing

Part Number

Mox5.0

216
$20.3

Panel Cut-Out

Panel Cut—Out

Max5.0 |
™ o
__.__.-E §
N
15

Max5.5

016
©20.3
1
&
X

Panel Cut—Qut

2 2200261503 NKs || 2 2200262503 (YARus 2200263503 ¢
3 2200361503 ARy || 3 2200362503 (AR us 2200363503 (AR g
4 2200461503 '} 4 2200462503 Y} 2200463503 'Y
5 2200561503 NRus || 5 2200562503 (P¥us 2200563503 (AR us
6 2200661503 ARy || 6 2200662503 (PR us 2200663503 (AR s
244 2220461503 244 22204625-03 244 2220463503

246 22208615-03 246 22206625-03 246 22206635-03

Number of Contacts 2 ‘ 3 4 5 ‘ 6 2+4 2+6

b 0.823mm’ (18AWG) | 0.823mm’ 0.519mm? 0.823mm’ (18AWG)*2C 0.519mm’ (20AWG)*2C
1.0mm’ (1BAWG) (20AWG) 0.34mm? (22AWG)*4C 0.34mm’ (22AWG)6C

Panel Thickness Max. 5.0mm Max. 5.0mm Max.2.5mm

Environmental Protection IP68 (Mated) IP67 (Mated) IP67 (Mated)

Mechanical Life 500 mating cycles

OperatingTemperature -45°C - 105°C

Voltage Rating 300V 300V 125V 60V 60V 60V 3oV

Rated Current (40°C) 10A 10A 10A 5A 5A 10A+2A 5A+2A

www.chogori.cn




NDARD SERIES
CHOGORI

Standard Series, Male Connector & Male Pin

Field Installable, 180°
Screw Type, Solder

Standard Series Specifications

Field Installable, 180°
Lock Bayonet Type, Solder

Field Installable, 180°
Push Lock Type, Solder

Figure
Drawing
425 : 48.5 "
] - = 4 iR
5 o b=l 0SS o bl ;@
L % Mf—:ni@m 4 o=
Part Number
2 | 50-88 2200211101 K| 2 | 50-68 [22002121-01 MK || 2 | 50-68 [2200213101 A,
3 | 50-68 [22003111-01 SMes|| 3 | 50-68 (2200312101 SAX|| 3 | 50-68 |22003131-01 ANy
4 | 50-68 (2200411101 MY || 4 | 50-68 [22004121-01 YRR 4 | 50-68 [22004131-01 YR}
5 50-68 [22005111-01 ‘&ws|| 5 50-68 |22005121-01 MR || 5 50-6.8 | 2200513101 Ky
6§ | 50-68 2200611101 SAXy|| 6 | 50-68 2200812101 PXs|| 6 | 50-68 [22006131-01 ANy
244 | 50-68 |22204111-01 244 | 50-68 |22204121-01 244 | 50-68 |22204131-01
246 | 50-6.8 |22206111-01 246 | 50-68 |22206121-01 246 | 50-68 |22206131-01

Number of Contacts 2 ‘ 3 4 5 ‘ [} 2+4 2+6

Wirs Gauge 0823mm’ (1BAWG) | 0823mm’ | 0519mm’ 0.823mm’ (18AWG)"2C 0.519mm’ (20AWG)*2C
1.0mm’ (1BAWG) (20AWG) 0.34mm” (22AWG)"4C 0.34mm” (22AWG)*6C

Cable Range 5.0 - 6.8mm

Environmental Protection 1P68 (Mated) IP67 (Mated) IP67 (Mated)

Mechanical Life 500 mating cycles

OperatingTemperature -45C - 105C

Voltage Rating 300V 300v 125V 60V 60V 60V 3ov

Rated Current (40°C) 10A 10A 10A SA 5A 10A+2A 5A+2A

www.chogori.
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STANDARD SERIES
CHOGORI

Standard Series Specifications

Standard Series, Male Connector & Male Pin

Molded with Cable, 180° Molded with Cable, 180° ‘Molded with Cable, 180°
Screw Type, Solder Lock Bayonet Type, Solder ‘Push Lock Type, Solder
Figure
Drawing
e REF43 . REF59.1
o m—
| (= L= o et
2= = [;J 3 Gi B
1= =

Part Number

2 Max. 9.0 [2200211301-00¢ AR gs 2 Max. 9.0 |22002123-01x¢% MK 2 Max. 9.0 |22002133-01-x%x X s

3 Max. 9.0 [22003113-01-0( AR ys 3 Max. 9.0 {22003123-01-Xxx ARgs 3 Max. 9.0 [22003133-01-3XX AR gg

4 Max. 9.0 [22004113-01-xxx Y 4 Max. 9.0 |22004123-01-Xxx Y} 4 Max. 9.0 [2200413301-0x Y

5 Max. 9.0 [22005113.01-300¢ ARy 5 Max. 9.0 [22005123-01-% (ARus 5 Max. 9.0 [22005133-01-%xX AR us

6 | Max.9.0 [20061130000¢ PRes|| 6 | Max. 9.0 [22006123:010¢ PKeg 6 | Max.9.0 [220061330150¢ XK

2+4 | Max.9.0 [22204113-01-XXX 2+4 | Max. 9.0 |22204123-01-XXX 244 | Max. 9.0 |22204133-01-XXX

2+6 Max. 9.0 |22206113-01-XXX 2+6 Max. 9.0 |22206123-01-XXX 2+6 Max. 9.0 |22206133-01-XXX
Number of Contacts 2 ] 3 4 5 ‘ 6 2+4 246
Wire Gaiige 0.823mm’ (18AWG) 0.823mm* 0.519mm* 0.823mm” (18AWG)*2C 0.519mm’ (20AWG)*2C

1.0mm? (18AWG) (20AWG) 0.34mm” (22AWG)*4C 0.34mm’ (22AWG)'6C

Cable Range Max. 9.0 mm
Environmental Protection IP67 (Mated) ] 1P67(Mated) IP67 (Mated)
Mechanical Life 500 mating cycles
OperatingTemperature -40C - 80°C
Voltage Rating 300V 300V 125V 60V 60V 60V 30V
Rated Current (40°C) 10A 10A 10A 5A 5A 10A+2A 5A+2A

www.chogori.cn @




CHOGORI

Standard series, Male connector & Male Pin

Molded with Cable, 90°
Screw Type, Solder

Standard Series Specifications

Molded with Cable, 90°
Lock Bayonet Type, Solder

Molded with Cable, 90°
Push Lock Type, Solder

Figure
Drawing
39.1
—
b B
=
Part Number
2 22002114010 PNEws|| 2 22002124-0150% AKus 2 2200213400300¢ (K ug
3 2200311401-5XX AR gs 3 22003124-01-X0% AR 3 22003134-01-XXX AKgg
4 22004114-01-xxx R} 4 220041240100 GRY 4 22004134-01-xX Y
5 Max. 9.0 |22005114-01-x% SAK s 5 Max. 9.0 |22005124-01-xx AR gs 5 Max. 9.0 (220051340150 (ARus
6 22006114-01-XXX AR s 6 22006124010 (Rus 6 22006134-01-XXX AR s
2+4 22204114-01-XXX 2+4 22204124-01-XXX 2+4 22204134-01-XXX
2+6 22206114-01-XXX 2+6 22206124-01-XXX 2+6 22206134-01-XXX
Number of Contacts 2 ‘ 3 4 5 ‘ 6 2+4 246
e ke 0.823mm’(18AWG) | 0.823mm’ 0.519mm? 0.823mm’ (18AWG)*2C 0.519mm’ (20AWG)*2C
1.0mm? (18AWG) (20AWG) 0.34mm’ (22AWG)*4C 0.34mm’ (22AWG)*6C
Cable Range Max. 9.0 mm
Environmental Protection IP67 (Mated) 1P67(Mated) IP67 (Mated)
Mechanical Life 500 mating cycles
OperatingTemperature -40°C - 80C
Voltage Rating 300v 300v 125V 60V 60V B0V 3ov
Rated Current (40°C) 10A 10A 10A 5A 5A 10A+2A BA+2A

www.chogori.cn



CHOGORI

Standard Series, Female Connector & Male Pin

Field Installable, 180°
Screw Type, Solder

Standard Series Specifications

Field Installable, 180°
Lock Bayonet Type, Solder

Field Installable, 180°
Push Lock Type, Solder

Figure
Drawing
455
: s RIN="
=]
z 5 P @
= ) E g W) fme s E%:
Part Number
2 50-6.8 |22002311-01 "Mhes 2 50-6.8 |22002321-01 Xus 2 50-68 2200233101 Ak
3 | 50-68 [22003311-01 AXw|| 3 | 50-68 |22003321-01 hw 3 | 50-68 2200333101 hw
4 50-6.8 |22004311-01 R} 4 5.0-6.8 |22004321-01 R} 4 50-6.8 |22004331-01 R}
5 50-6.8 |22005311-01 (Alus 5 50-6.8 |22005321-01 A 5 50-68 |22005331-01 Phws
6 50-6.8 2200631101 (M || 6 | 50-68 |22006321-01 MMw|| 6 50-6.8 |22006331-01 X
2+4 | 50-68 [22204311-01 2+4 | 50-5.8 |22204321-01 2+4 | 50-6.8 |22204331-01
3+4 | 50-6.8 [22304311-01 3+4 | 50-6.8 |22304321-01 3+4 | 50-6.8 |22304331-01
8 50-68 |22008311-01 X\Kw|| & | 5.0-68 |22008321-01 ‘AN 8 | 50-68 |22008331-01 N
10 | 50-68 |22010311-01 10 | 5.0-6.8 |22010321-01 10 | 50-68 |22010331-01
12 | 50-68 |22012311-01 12 | 50-68 |22012321-01 12 | 50-68 |22012331-01
5 | 50-6.8 |22005311-21 5 | 50-68 |22005331-21

Number of Contacts 2 } 3 4 5 { B 2+4 [ 3+4 8 10 } 12 5

. 0.823mm” (18AWG) |0.823mm’ . 0.823mm’ (18AWG)*2C/3C |  0.519mm’ P 0.823mm’
Wire Gauge { .

S tomm? |(1gawg) COTMMROAWG) | commioaweyec | (20awg) O™ GZAWE) | ang)
Cable Range 5.0 - 6.8mm
Environmental Protection IP68 (Mated) ‘ IP67 (Mated) IP67 (Mated)
Mechanical Life 500 mating cycles
Operating Temperature -45°C - 105C
Voltage Rating 300v 300V 125v 60V 60V 60V 60V 60V 30V 30V 125V
Rated Current (40°C) 10A 10A 10A 5A 5A 10A+5A 10A+2A 5A 2A 2A 10A

www.chogori.cn @




CHOGORI

Standard Series Specifications

Standard Series, Female Connector & Male Pin

Molded with Cable, 180° Molded with Cable, 180° | Molded with Cable, 180°
Screw Type, Solder Lock Bayonet Type, Solder Push Lock Type, Solder
Figure
Drawing
REF42.2 REF56.2
1 of &4
® 2 % Pl
s . L = E
Part Number
2 Max. 9.0 |22002313-01-5¢X ;AR us 2 Max. 9.0 [22002323-01-xxX (ARus 2 Max. 9.0 [22002333-01%¢%  SARug
Max. 9.0 [22003313-01-XXX GNY g5 3 Max. 9.0 [2200332301-XXX [Ny 3 Max. 9.0 |22003333-013¢¢ (s
4 Max. 9.0 [22004313-01-50xx Y 4 Max. 9.0 |22004323-0100¢ R} 4 Max. 9.0 [22004335-01000¢ Y
5 | Max.9.0 [z20053130100¢ Mw|| 5 | Max.9.0 |200532301%xx TAKus 5 | Max. 9.0 (200533301500 (AN
6 Max. 9.0 [22008313-01-xxX (PKus 6 Max. 9.0 |22008323-01-xxX K s 6 Max. 9.0 |22006333-010  Rus
2+4 | Max. 9.0 [22204313-01-XXX 2+4 | Max. 9.0 |22204323-01-XXX 2+4 | Max. 9.0 |22204333-01-XXX
3+4 | Max. 9.0 [22304313-01-XXX 3+4 | Max. 9.0 |22304323-01-XXX 3+4 | Max. 9.0 |22304333-01-XXX
8 Max. 9.0 |22008313:01-X¢X ;K s 8 Max. 9.0 (22008323015 AR g 8 Max. 9.0 |22008233.015¢x  (Kgs
10 | Max.9.0 [22010313-01-XXX 10 | Max.9.0 [22010323-01-XXX 10 | Max. 9.0 [22010333-01-XXX
12 | Max.9.0 [22012313-01-XXX 12 | Max.9.0 [22012323-01-XXX 12 | Max.9.0 [22012333-01-XXX
5 Max. 9.0 |22005313-21-XXX 5 Max. 9.0 |22005333-21-XXX
Number of Contacts 2 | s 4 5 6 24 8 0 | 12 5
; 0.823mm (18AWG;) | 0.823mm? . 0.823mm? (18AWG)2C/3C | 0.519mm’ : 0.823mm’
Wire Gauge .51 20AW : 22AW
2 tomnt | (eawg) COIEMMEOAWE) o commioawGrac | (oawg) O™ (R2AWG) | qeanG)
Cable Range Max. 9.0 mm
Environmental Protection IP67 (Mated) ‘ P67 (Mated) P67 (Mated)
Mechanical Life 500 mating cycles
OperatingTemperature -40°C - 80°C
Voltage Rating 300v 300V 125V 60V 60V 60V 60V 60V 30v 30V 125V
Rated Current (40°C) 10A 10A 10A 5A 5A 10A+5A 10A+2A 5A 2A 2A 10A

@ www.chogori.cn



CHOGORI

Standard Series, Female Connector & Female Pin

Figure

Standard Series Specifications

Field Installable, 180°
Screw Type, Solder

Field Installable, 180°
Lock Bayonet Type,Solder

Field Installable, 180°
Push Lock Type, Solder

Drawing

Part Number

|

®19.0

45.5

%ﬁ

#18.5 _,

45.5

I

2 | 50-68 |22002411-01 MMw || 2 | 50-6.8 |22002421-01 NXys 2 50-68 |22002431-01 MK
3 50-6.8 [22003411-01 MBws|| 3 50-6.8 |22003421-01 ¥ 3 50-68 [22003431-01 X
4 5.0-6.8 |22004411-01 QY - 50-6.8 |22004421-01 'R} 4 50-6.8 |22004431-01 R}
5 50-68 |22005411-01 Muwl| 5 50-6.8 |22005421-01 Ak 5 50-6.8 |22005431-01 SAXus
6 5.0-6.8 |22006411-01 SN}y 6 50-6.8 |22006421-01 A} 6 50-6.8 |22006431-01 A
2+4 5.0-6.8 [22204411-01 2+4 5.0-6.8 |22204421-01 2+4 5.0-6.8 |22204431-01

246 | 50-6.8 |22208411-01 2+6 | 50-6.8 |22208421-01 2+6 | 5.0-6.8 |22206431-01

Number of Contacts 2 3 4 5 ‘ 6 2+4 246

o 0.823mm’ (18AWG) 0.823mm’ 0.519mm’ 0.823mm?’ (1BAWG)*2C 0.519mm’ (20AWG)*2C
1.0mm? (18AWG) (20AWG) 0.34mm’ (22AWG)*4C 0.34mm’ (22AWG)'6C

Cable Range 5.0 - 6.8mm

Environmental Protection IP68 (Mated) IP67 (Mated) IP67 (Mated)

Mechanical Life 500 mating cycles

OperatingTemperature -45C - 105C

Voltage Rating 300V 300V 125V 60V B0V 60V 30V

Rated Current (40°C) 10A 10A 10A 5A 5A 10A+2A 5A+2A

www.chogori.cn @
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CHOGORI

Standard Series, Female Connector & Female Pin

Figure

Standard Series Specifications

‘Molded with Cable, 180°

Drawing

19

Part Number

Screw Type, Solder

REF42.2

Molded with Cable, 180°
Lock Bayonet Type, Solder

REF42.

219

Molded with Cable, 180°
Push Lock Type, Solder

REF56.2 -l

218.5,

1]

¢E

2 Max. 9.0 |z2002413:00xxx SAK|| 2 Max. 9.0 [22002423-01-x0¢ K g 2 Max. 9.0 |22002433-01-XXX X s
3 Max. 9.0 [22003413-01-XXX AR us 3 Max. 9.0 [22003423-01-X0% SAR g 3 Max. 9.0 |22003433-01-XXX ;K s
4 Max. 9.0 [22004413-0100x Y 4 Max. 9.0 [22004423-01-XXX G} 4 Max. 9.0 [22004433-01-XXX R}
5 | Max. 9.0 [22008413.01xxX MK 5 | Max.9.0 [2200522301-xxx Mg 5 | Max. 90 [22005433-01-XXX (PAXus
6 Max. 9.0 |22008413-01-XxX AY s [ Max. 9.0 2200642301 Yy 6 Max. 9.0 |22006433-01-XXX K
2+4 | Max.9.0 |22204413-01-XXX 244 | Max.9.0 |22204423-01-XXX 2+4 | Max. 9.0 |22204433-01-XXX

2+6 Max. 9.0 |22206413-01-XXX 2+6 Max. 9.0 |22206423-01-XXX 2+6 Max. 9.0 |22206433-01-XXX

Number of Contacts 2 ‘ 3 4 5 ‘ 6 2+4 246

Wire Gauge 0.823mm’ (18AWG) | 0.823mm’ 0.519mm’ 0.823mm’ (18AWG)*2C 0.519mm’” (20AWG)*2C
1.0mm’ (18AWG) (20AWG) 0.38mm” (22AWG)*4C 0.34mm” (22AWG)*6C

Cable Range Max. 9.0 mm

Environmental Protection IP67 (Mated) IP67 (Mated) IP67 (Mated)

Mechanical Life 500 mating cycles

OperatingTemperature -40C - 80C

Voltage Rating 300V 3o00v 125V 60V 60V 6oV 3o0v

Rated Current (40°C) 10A 10A 10A 5A 5A 10A+2A 5A+2A

@ www.chogori.c
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Middle Series

1. Middle Series, Assembly/Wiring Instructions.................. P56
2. Middle Series, Front Panel Mount&Male Pin........... P57 - P58
3. Middle Series, Rear Panel Mount&Male Pin.................... P59
4. Middle Series, Flange Panel Mount....................ooits P60
5. Middle Series, Male Connector/ Female Pin........... P61 -P63
6. Middle Series, Front Panel Mount&Female Pin....... P64 - P65
7. Middle Series, Rear Panel Mount&Female Pin................ P66
8. Middle Series, Male Connector/ Male Pin............... P67 - P69
9. Middle Series, Female Connector/ Male Pin........... P70- P71

10. Middle Series, Female Connector/ Female Pin...... P72-P73
11. Middle Series, Male Connector/ Male Pin with Screw..... P74
12. Middle Series, Male Connector/ Female Pin with Screw. P75




Assembly/Wiring Instructions MIDDLE SERIES

CHOGORI

Strip and prepare Cable. 8-12mm .

Thread Seals Nut,Seals Ring,
2 Clamp Ring and Gasket onto
the cable.

S
a
=5
@
17}
@
=5
@
«@

Solder wire.
1 -'ﬂ L

Assemble Gasketinto Clampring:
4 Gasket Direction
(Flat Surface to Housing)

Assemble Clamp Ring to Housing

6 Put Seals Ring to the end of Clamp Ring.

7 Assemble Seals Nut and Clamp Ring.




MIDDLE SERIES
CHOGORI

Middle Series, Front Panel Mount & Male Pin

Middle Series Specifications

Front Panel Mount Front Panel Mount Front Panel Mount
Screw Type, Solder Lock bayonet Type, Solder Push Lock Type, Solder
Figure
Drawing
Maox:4,0mm Panel T: Max4.0
3
=
&
o/l == = o o ©
g E g g
o =
18.0 - 18
Panel Cut—Cut L Panel Cut—0Out
Part-No.
2 2300251501 AR us 2 2300252501 (SR g 2 2300253501 AR us
3 2300351501 (SR ys 3 2300352501 SR us 3 2300353501 SR us
4 2300451501 4 23004525-01 4 23004535-01
5 2300551501 K s 5 2300552501 AR s 5 2300553501 (SR us
6 23006515-01 ARy 6 23006525-01 YR s 6 23008535-01 AR 4s
7 23007515-01 AN g 7 2300752501 (AR s 7 2300753501 (PAKus
8 2300851501 AR 45 8 2300852501 (AKus 8 2300853501 (AR us
3+5 2330551501 345 23305525-01 345 2330553501
9 2300951501 9 23009525-01 9 2300953501
10 2301051501 10 23010525-01 10 2301053501
12 2301251501 12 23012525-01 12 23012535-01
14 2301451501 14 23014525-01 14 2301453501
18 2301851501 18 23018525-01 18 23018535-01
Number of Contacts 3 | s 4 5 | e 7 8 345 9 0 | 12 [ u | s
: 2 1.0mm’ 5 5 1.0mn+025mn? | 0.34mm* 5
Wire Gauge 2.5mm” (14AWG) ({TAWG) 0.75mm" (18AWG) | 0.34mm" (22AWG) 1TAWG +24ANG | (Z2ANG) 0.25mm" (24AWG)
Panel Thickness Max. 4.0mm Max. 4.0mm Max. 2.5mm
Envirenmental Protection IP68 (Mated) IP67 (Mated) IP67 (Mated)
Mechanical Life 500 mating cycles
OperatingTemperature -45°C -105C
Voltage Rating 300V 300V 300V 125V 125V B0V GOV | 125430V | BOV | 30V 30v v v
Rated Current(40C) 20A 20A 15A 10A 10A 5A 5A | 15At2A | 5A 5A 5A 5A 24
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MIDDLE SERIES
CHOGORI

Middle Series Specifications

Middle Series, Front Panel Mount & Male Pin

Front Panel Mount f'Front Panel Mount Front Panel Mount
Screw Type, PCB Lock bayonet Type, PCB Push Lock Type, PCB

Figure

Drawing
g Pansl T: Max4.0 5 41 i
@
g s :J <JHR
2 2= :%@
= b
. 180 o
Panel Cut-Out Pane Cut—0Out Panel Cut=0ut
Part-No.
2 23002515-02 2 23002525-02 2 23002535-02
3 23003515-02 3 23003525-02 3 23003535-02
4 23004515-02 4 23004525-02 4 23004535-02
5 23005515-02 5 23005525-02 ] 2300553502
6 23006515-02 6 23006525-02 6 23006535-02
7 23007515-02 T 23007525-02 7 23007535-02
8 23008515-02 8 2300852502 8 2300853502
3+5 23305515-02 345 23305525-02 345 23305535-02
9 23009515-02 9 23009525-02 ] 23009535-02
10 23010515-02 10 23010525-02 10 23010535-02
12 23012515-02 12 2301252502 12 2301253502
14 23014515-02 14 23014525-02 14 2301453502
18 23018515-02 18 23018525-02 18 23018535-02
Sofeatons
Number of Contacs 2 | 3 4 5 | 6 7 [ 8] s 9 R
Wire Gauge 2.5mm? (14AWG) L " (18BAWG) | 0.34mm? (22AW() | omm'+0.25mn’ B 0.25mm? (24AWG)
(17TAWG) 1TAWG +24AWG | (22AWG)
Panel Thickness Max. 4.0mm Max. 4.0mm Max. 2.5mm
Environmental Protection IP68 (Mated) IP67 (Mated) IP67 (Mated)
Mechanical Life 500 mating cycles
OperatingTemperature - 45°C - 105°C
Voltage Rating 300V 300V 300v 125V 125V 60V 60V 125430V 60V 30V 3o0v 30v 30v
Rated Current(40°C) 20A 20A 15A 10A 10A 5A 5A 15A+2A 5A 5A 5A 5A 2A
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MIDDLE SERIES
CHOGORI

Middle Series, Rear Panel Mount & Male Pin

Middle Series Specifications

Rear Panel Mount
Screw Type, Solder

Rear Panel Mount
Lock bayonet Type, Solder

Rear Panel Mount
Push Lock Type, Solder

Figure
Drawing
Max4.0
= Fanel T: Moxd.0 Mx3.0
C; k - g ]
S - = q . = o
5 s g 8 111K g g
__J x :
i al LinA
18.0 -
Panel Cut-Out P 15.d Sonel Corout 18.0
Part-No.
2 2300251503 AR ys 2 2300252503 YARus 2 23002535-03 AR yg
3 2300351503 SAK s 3 2300352503 AK s 3 2300353503 K s
4 2300451503 4 23004525-03 4 2300453503
5 2300551503 AR us 5 2300552503 AR ys 5 2300553503 (}ug
6 2300651503 AR s 6 2300652503 (XA us ] 2300653503 AR s
7 23007515-03 AR ug 7 2300752503 (AR s 7 2300753503 PN Rus
8 2300851503 A} ys 8 2300852503 AR s 8 2300853503 AR us
3+5 23305515-03 345 23305525-03 345 23305535-03
9 2300951503 9 23009525-03 9 2300953503
10 2301051503 10 23010525-03 10 2301053503
12 2301251503 12 23012525-03 12 2301253503
14 23014515-03 14 23014525-03 14 2301453503
18 2301851503 18 2301852503 18 2301853503
Number of Contacts 2 | 3 4 5 | 8 RERREE 9 | 10 | 2 | u |
Wire Gauge 25mm (14AWG) 0T |0 76m? (18AWG) | 0.34mn (22aWiG) L +02smm O34 0.25mm? (24AWG)
& (1TAWG) i a 1TAWG +24AWG | (22AWG) :
Panel Thickness Max. 4.0mm Max. 4.0mm Max. 3.0mm
Environmental Protection IP68 (Mated) IP67 (Mated) IP67 (Mated)
Mechanical Life 500 mating cycles
OperatingTemperature -45TC - 105
Voltage Rating 300V 300V 300V 125V 125V 60V 60V | 125:30v | 6OV 30v oV 30V 30V
Rated Current(40°C) 20A 20A 154 10A 10A 5A 5A | 15A+2A 5A 5A 5A 5A 2A
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MIDDLE SERIES
CHOGORI Middle Series Specifications

Middle Series, Flange Panel Mount

Flange Panel Mount With Male Pin Flange Panel Mount With Female Pin
Push Lock Type, Solder Push Lock Type, Solder

Figure

= Drawing
&
@ = =
w
o)
=
w
° Mox5.0 Panel Cut-out i
Panel Cut-out e Sl sl
Part-No.
2 2300253601 GAY 2 2300263601 AXus
3 2300353601 AR 45 3 2300363601 AN us
4 23004536-01 4 23004636-01
8 2300853601 AR us 8 2300863601 K
9 23009536-01 9 23009636-01
10 23010536-01 10 23010636-01
243 23203636-01
Number of Contacts 2 ‘ 3 4 8 ‘ 9 10 2+3
2
Wire Gauge 2 5mm (14AWG) (:%m“m 0.34mm’ (22AWG) 0.25mm? (4AWG) 14AWG+20AWG
Panel Thickness Max. 5.0mm
Environmental Protection, IP67 (Mated)
Mechanical Life 500 mating cycles
OperatingTemperature -45C - 105C
Voltage Rating 250V 60V 30V 300V+30V
Rated Current(40°C) 20A ‘ 20A ’ 15A 5A 5A 5A 20A+5A
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MIDDLE SERIES
CHOGORI

Middle Series Specifications

Middle Series, Male Connector & Female Pin

Field Installable, 180° Field Installable, 180° Field Installable, 180°
- Screw Type, Solder Lock bayonet Type, Solder Push Lock Type, Solder
Figure
Drawing o
o =
g 5 & 8
7 &
@
E
=
Part-No.
) 6.0-7.3 | 2300221101 K ys ) 6.0-7.3 | 23002221-01 AR , 6.0-7.3 | 2300223101 X
7.3-9.0 | 2300221102 A us 7.3-9.0 | 2300222102 (K 7.3-9.0 | 2300223102 (Xus
6.0-7.3 | 2300321101 A us 6.0-7.3 | 2300322101 PXus 6.0-7.3 | 2300323101 AXus
/ 7.3-9.0 | 2300321102 Xy & 7.3-9.0 | 2300322102 Ahws 3 7.3-9.0 | 2300323102 AXus
i 6.0-7.3 | 2300421101 ¥ 6.0-7.3 | 23004221-01 q 6.0-7.3 | 23004231-01
7.3-9.0 | 23004211-02 7.3-9.0 | 23004221-02 7.3-9.0 | 23004231-02
5 6.0-7.3 | 2300521101 A us 5 6.0-7.3 | 2300522101 K 5 6.0-7.3 | 2300523101 AKus
7.3-9.0 | 2300521102 "X us 7.3-9.0 | 2300522102 “hus 7.3-9.0 | 2300523102 AR us
; 6.0-7.3 | 2300621101 ¥ us & 6.0-7.3 | 2300622101 Adus 5 6.0-7.3 | 23006231-01 Yy
7.3-9.0 | 23006211-02 AXs 7.3-9.0 | 2300622102 ARus 7.3-9.0 | 2300623102 MK s
; 6.0-7.3 | 2300721101 MR us 2 6.0-7.3 | 23007221-01  AXus . 6.0-7.3 | 2300723101 AKus
7.3-9.0 | 2300721102 K us 7.3-9.0 | 2300722102 NXes 7.3-9.0 | 23007231-02 AXus
g 6.0-7.3 | 2300821101 X us . 6.0-7.3 | 23008221-01 ¥ X 6.0-7.3 | 2300823101 ;NXus
7.3-9.0 | 2300821102 "Ahus 7.3-9.0 | 2300822102 ks 7.3-9.0 | 2300823102 Xy
6.0-7.3 | 2330521101 6.0-7.3 | 23305221-01 6.0-7.3 | 23305231-01
345 345 345
7.3-9.0 | 23305211-02 7.3-9.0 | 23305221-02 7.3-9.0 | 2330523102
§ 6.0-7.3 | 23009211-01 5 6.0-7.3 | 23009221-01 g 6.0-7.3 | 23009231-01
7.3-9.0 | 2300921102 7.3-9.0 | 23009221-02 7.3-9.0 | 23009231-02
6.0-7.3 | 2301021101 6.0-7.3 | 23010221-01 6.0-7.3 | 23010231-01
10 7.3-9.0 | 23010211-02 0 7.3-9.0 | 2301022102 0 7.3-9.0 | 23010231-02
& 6.0-7.3 | 2301221101 . 6.0-7.3 | 23012221-01 % 6.0-7.3 | 23012231-01
7.3-0.0 | 2301221102 7.3-9.0 | 23012221-02 7.3-9.0 | 23012231-02
14 6.0-7.3 | 2301421101 » 6.0-7.3 | 23014221-01 i 6.0-7.3 | 23014231-01
7.3-9.0 | 23014211-02 7.3-9.0 | 23014221-02 7.3-9.0 | 23014231-02
18 6.0-7.3 | 23018211-01 ” 6.0-7.3 | 23018221-01 8 6.0-7.3 | 23018231-01
7.3-9.0 | 23018211-02 7.3-9.0 | 23018221-02 7.3-9.0 | 23018231-02
Number of Contacts 2 ‘ 3 4 5 | 6 7 ‘ 8 345 9 10 ‘ 12 | 14 | 18
2. 2
Wire Gauge 2 5mm* (14AWG) (]'?C"k"‘}",‘,’é) 0.75mm? (18AWG) | 0.34mm’ (22AWG) lmﬂﬁzmz ('ém"éi 0.25mm’ (24AWG)
Cable Range 6.0-7.3mm,7.3-9.0mm
Environmental Protection 1P68 (Mated) | IP67 (Mated) | IP67 (Mated)
Mechanical Life 500 mating cycles
OperatingTemperature =4h0 =05
Voltage Rating 300V 300V 300V 125V 125V 60V 60V 125430V = 60V 30V 30V 30V 30V
Rated Current(40°C) 20A 20A 15A 10A 10A 5A 5A | 15A+2A  5A 5A 5A 5A 2A
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MIDDLE SERIES
CHOGORI

Middle Series Specifications

Middle Series, Male Connector & Female Pin

Molded, 180° Molded, 180° Molded, 180°
Screw Type, Solder Lock bayonet Type, Solder Push Lock Type, Solder
Figure
Drawin
z 9
a
o
3
w = ﬁ 5 H =
2 5 3 3[4 |2 )
w =)
Part-No.
2 Max. 10.8 |23002213-01%x% (AR us|| 2 Max. 10.8 | 23002223-01-XXX ¢P\Rus 2 Max. 10.8 |23002233-01-XXX X ug
3 Max. 10.8 [23003213-01-XXX AR us 3 Max. 10.8 | 23003223-01-XXX AR us 3 Max. 10.8 |23003233-01-XXX A us
4 Max. 10.8 | 23004213-01-XXX 4 Max. 10.8 | 23004223-01-XXX 4 Max. 10.8 | 23004233-01-XXX
5 Max, 10.8 | 23005213-01-XXX 5 Max. 10.8 | 23005223-01-XXX 5 Max. 10.8 | 23005233-01-XXX
6 Max, 10.8 | 23006213-01-XXX 6 Max. 10.8 | 23006223-01-XXX [} Max, 10.8 | 23006233-01-XXX
7 Max. 10.8 [23007213-01-3% AR us 7 Max. 10.8 | 23007223-01-XXX (AXus 7 Max. 10.8 [23007233-01-XxX s
8 Max. 10.8 {23008213-01-XXX ;AR ug 8 Max. 10.8 | 23008223-01-XXX Ay 8 Max. 10.8 [23008233-01-XXX AKys
3+5 Max, 10.8 | 23305213-01-XXX 3+5 Max, 10.8 | 23305223-01-XXX 3+5 Max, 10.8 | 23305233-01-XXX
9 Max. 10.8 | 23009213-01-XXX 9 Max. 10.8 | 23009223-01-XXX 9 Max. 10.8 | 23009233-01-XXX
10 Max. 10.8 | 23010213-01-XXX 10 Max. 10.8 | 23010223-01-XXX 10 Max. 10.8 | 23010233-01-XXX
12 Max. 10.8 | 23012213-01-XXX 12 Max. 10.8 | 23012223-01-XXX 12 Max. 10.8 | 23012233-01-XXX
14 Max. 10.8 | 23014213-01-XXX 14 Max. 10.8 | 23014223-01-XXX 14 Max. 10.8 | 23014233-01-XXX
18 Max. 10.8 | 23018213-01-XXX 18 Max. 10.8 | 23018223-01-XXX 18 Max. 10.8 | 23018233-01-XXX
Number of Contacs 2 | 3 4 5 | s 78 345 9 172 | ou |
; P 1.0mm* 3 5 1.0mm+0.25m0 0 34mm? 3
Wire Gauge 25mm (MAWG) | o (e 0TS’ (1BAWG) | 0.34mm” (22AWG) 1us saanv 22aey 0.25mn’ (24AWG)
Cable Range Max. 10.8mm
Environmental Protection IP67(Mated)
Mechanical Life 500 mating cycles
OperatingTemperature -40°C - 80C
Voltage Rating 300V 300V 300V 125V 125V 60V 60V 125+30V 60V 3oV 30V 30V 3V
Rated Current(40°C) 20A 20A 15A 10A 10A 5A 5A 15A+2A 5A 5A 5A 5A 2A
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MIDDLE SERIES
CHOGORI

Middle Series Specifications

Middle Series, Male Connector & Female Pin

Molded, 90° Molded, 90° Molded, 90°
Screw Type, Solder Lock bayonet Type, Solder Push Lock Type, Solder
) ‘\
= 4440
Drawing G 51.45 -
JE HE
Z| | [=9] || cnosom o CHOGORI e o - o
s L =l sl L] = = w
=) = = < ©
-+ =+ ——
o
he)
= =
Part-No.
2 Max. 10.8 |23002214-01xx% SR s || 2 Max. 10.8 | 23002224-01-XXX ARus 2 Max. 10.8 (23002234-01-X¢X AR g
3| Max 10.8 [23003214-0100X ARg|| 3 | Max. 108 | 23003224-01-XXX K 3| Max 108 230032340100 A
4 Max. 10.8 | 23004214-01-XXX 4 Max. 10.8 | 23004224-01-XXX 4 Max. 10.8 | 23004234-01-XXX
5 Max. 10.8 | 23005214-01-XXX 5 Max. 10.8 | 23005224-01-XXX 5 Max. 10.8 | 23005234-01-XXX
6 Max. 10.8 | 23006214-01-XXX 6 Max. 10.8 | 23006224-01-XXX 6 Max. 10.8 | 23006234-01-XXX
7 Max. 10.8 |23007214-01-30X AR ug 7 Max. 10.8 | 23007224-01-XXX ¢GAKus 7 Max. 10.8 |23007234-0100¢ K
8 Max. 10.8 [23008214-01-00 AR s || 8 Max. 10.8 | 23008224-01-XXX (G\Nys 8 Max. 10.8 |23008234-01-300¢ e AR s
345 | Max 10.8 | 23305214-01-XXX 345 | Max. 10.8 | 23305224-01-XXX 35 | Max. 10.8 | 23305234-01-XXX
9 Max. 10.8 | 23009214-01-XXX 9 Max. 10.8 | 23009224-01-XXX 9 Max. 10.8 | 23009234-01-XXX
10| Max 10.8 | 23010214-01-XXX 10| Max.10.8 | 23010224-01-XXX 10 | Max. 10.8 | 23010234-01-XXX
12| Max 10.8 | 23012214-01-XXX 12| Max.10.8 | 23012224-01-XXX 12| Max. 10.8 | 23012234-01-XXX
14| Max 10.8 | 23014214-01-XXX 14| Max.10.8 | 23014224-01-XXX 14| Max.10.8 | 23014234-01-XXX
18 | Max 10.8 | 23018214-01-XXX 18 | Max.10.8 | 23018224-01-XXX 18 | Max.10.8 | 23018234-01-XXX
Number of Contacts 2 |3 4 5 | 6 7 | 8 345 9 0 | 12 | u | 1w
: ) 1.0mm? ¢ P 1.0mm+0.25mm| ) 3472 3
Wire Gauge 2.5mm’ (14AWG) (7AWG) 0.75mm’ (18AWG)  0.34mm" (22AWG) |7 +24845 | z2aG) 0.25mm’ (24AWG)
Cable Range Max. 10.8mm
Environmental Protection IP67(Mated)
Mechanical Life 500 mating cycles
OperatingTemperature -407C - 80°C
Voltage Rating 300V 300V 300V 125V 125V 60V | 60V | 125430V | 6OV | 30V 3ov 30V 30v
Rated Current(40C) 20A 20A 15A 10A 10A 5A 5A | 15A+2A | 5A 5A 5A 5A 28

www.chogori.cn @



S
a
=5
@
17}
@
=5
@
«@

MIDDLE SERIES

CHOGORI

Middle Series, Front Panel Mount & Female Pin

Middle Series Specifications

Front Panel Mount Front Panel Mount Front Panel Mount
Screw Type, Solder Lock Bayonet Type, Solder Push Lock Type, Solder
Figure
Drawing
M Omre o Prnel T: Maxd.0
]
=] 4 (=) g
> W -
g e S -
R
Panel Cut—0Out . Panel Cut—0Out o
Part-No. Conlacts Part-Number Contacts Part-Number Contacts Part-Number
2 23002615-01 AXus 2 23002625-01 X 2 2300263501 Ay
3 2300361501 X us 3 23003625-01 SAKus 3 23003635-01 Al
4 2300461501 4 23004625-01 4 23004635-01
5 2300561501 AXus 5 2300562501 (PARus 5 2300563501 (A¥us
6 23006615-01 AKus 6 2300662501 X 6 23006635-01 AR us
7 23007615-01 " AXus 7 23007625-01 MM 7 23007635-01  SAYus
8 2300861501 AXus 8 23008625-01 A 8 2300863501 MYy
35 2330561501 35 23305625-01 3+5 23305635-01
9 2300961501 9 23009625-01 9 23009635-01
10 2301061501 10 23010625-01 10 23010635-01
12 2301261501 12 23012625-01 12 2301263501
14 2301461501 14 23014625-01 14 23014635-01
18 2301861501 18 23018625-01 18 23018635-01
Number of Contacts EE 4 5 | 6 7 | s 345 9 INEIEE
‘ ; Ome . 5 1.0mm™+0.25mm? 0.34mm? 5
Wire Gauge 25mm’ (14AWG) (17AWG) 0.75mm’ (18AWG) 0.34mm’ (22AWG) 174w s24AWS o) 0.25mm’ (24AWG)
Panel Thickness Max. 4.0mm Max. 4.0mm Max. 2.5mm
Environmental Protection IP68 (Mated) IP67 (Mated) IP67 (Mated)
Mechanical Life 500 maling cycles
OperatingTemperature -40°C - 106C
Voltage Rating 300V 300V 300V 125V 125V 60V 60V 125+30V 60V 3oV 30V | 30V 30V
Rated Current(40°C) 20A 20A 15A 10A 10A 5A 5A 15A+2A 5A 5A 2A | 2A 2A
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MIDDLE SERIES
CHOGORI

Middle Series, Front Panel Mount & Female Pin

Middle Series Specifications

Front Panel Mount
Screw Type, PCB

Front Panel Mount
Lock Bayonet Type, PCB

Front Panel Mount
Push Lock Type, PCB

Figure
Drawing
Danel T: Max4.2 | 4.4 Panel T: Moxt0 . .4 : 5 T
! ( \\ 10 \\ & =
S 1§ =t
. 9 [ L
18.2 E
Panel Cut—Out Panel Cut-Out B Panel Cut—Out
Part-No.
2 23002615-02 2 23002625-02 2 23002635-02
3 23003615-02 3 23003625-02 3 23003635-02
4 23004615-02 4 23004625-02 4 23004635-02
5 23005615-02 5 23005625-02 5 23005635-02
6 23006615-02 6 23006625-02 6 23006635-02
7 2300761502 7 23007625-02 7 23007635-02
8 23008615-02 8 23008625-02 8 23008635-02
345 23305615-02 345 23305625-02 3+5 23305635-02
9 23009615-02 9 23009625-02 9 23009635-02
10 23010615-02 10 23010625-02 10 23010635-02
12 2301261502 12 23012625-02 12 23012635-02
14 23014615-02 14 23014625-02 14 23014635-02
18 23018615-02 18 23018625-02 18 23018635-02
Number of Contacts 2 | 3 4 5 | s T s 35 9 IR
) ) T OPE % . 1.0mm*+0.25mm’ 0.34mm? 5
Wire Gauge 25mm’ (14AWG) | 7y | 0TS (1BAWG) | 034mm’ 22ANG) g aunvi z2am) 0.25mm’ (24AWG)
Panel Thickness Max. 4.0mm Max. 4.0mm Max. 2.5mm
Environmental Protection IP68 (Mated) IP67 (Mated) IP67 (Mated)
Mechanical Life 500 mating cycles
OperatingTemperature -40C - 105C
Voltage Rating 300V 300V 300V 126V 125V 60V 60V 125+30V 60V 30V 30V | 30V Jov
Rated Current{40°C) 20A 20A 15A 10A 10A 5A 5A 15A+2A 5A 5A 2A | 2A 2A
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MIDDLE SERIES

CHOGORI

Middle Series, Rear Panel Mount & Female Pin

Middle Series Specifications

Rear Panel Mount Rear Panel Mount Rear Panel Mount
Screw Type, Solder Lock Bayonet Type, Solder Push Lock Type, Solder
Figure
Drawing
Mox4.0 Panel T: Max4.Q M++
<
_ M 1 ]
o o o K4 = o ¢
P 51 3 LO —
s o 8 1M g &
b
18.0 18.0
Panel Cut-Out Pansl Cut—0ut Panel Cut—0ut
Part-No.
2 23002615-03 AR e 2 23002625-03 AXus 2 2300263503 lw
3 2300361503 (Plus 3 23003625-03  AX us 3 23003635-03 (X us
4 23004615-03 4 23004625-03 4 23004635-03
5 23005615-03 ¥ us 5 23005625-03 (PAlus 5 23005635-03 (X
6 2300661503 MY 6 23006625-03 MY 6 2300663503 X
7 2300761503 (Alus 7 2300762503 ¢l 7 23007635-03 MY us
8 23008615-03 " AXes 8 2300862503 (Plw 8 23008635-03 (AN us
345 2330561503 345 23305625-03 3+5 23305635-03
9 23009615-03 9 23009625-03 9 23009635-03
10 23010615-03 10 23010625-03 10 23010635-03
12 23012615-03 12 23012625-03 12 23012635-03
14 2301461503 14 23014625-03 14 23014635-03
18 2301861503 18 23018625-03 18 23018635-03
Number of Contacts 2 | 3 4 5 | e A 345 9 0 |12 4] 1
: 9 1.0mm? 2 1.0mm*+0.25mm?  0.34mm? P
Wire Gauge 2.5mm’ (14AWG) (17AWG) 0.75mm’ (18AWG) 0.34mm’ (22AWG) TAWG +24AWG  (ZIAWG) 0.25mm’ (24AWG)
Panel Thickness Max. 4.0mm Max. 4.0mm Max. 3.0mm
Environmental Protection IP68 (Mated) IP67 (Mated) IP67 (Mated)
Mechanical Life 500 mating cycles
OperatingTemperature =45C - 105C
Voltage Rating 300V 300V 300V 125V 125V 60V 80V 125+30V 60V 30V 30V 30V | 30V
Rated Current(40C) 20A 20A 15A 10A 10A 5A 5A 15A+2A 5A 5A 2A | 2A 2A
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MIDDLE SERIES
CHOGORI

Middle Series, Male Connector & Male Pin

Figure

Drawing

Part-No.

Middle Series Specifications

Field Installable, 180°
Screw Type, Solder

Field Installable, 180°
Lock Bayonet Type, Solder

Field Installable, 180°
Type, Solder

Push Lock

#24.00

821.75

~45

#23.40

~Zon
i

) 6.0-7.3 | 2300211101 ‘Al ) 6.0-7.3 | 2300212101 ‘Ahws ) 6.0-7.3 | 2300213101 X
7.3-9.0 | 2300211102 /AXes 7.3-90 | 23002121-02 s 7.3-9.0 | 2300213102 “AXws
5 6.0-7.3 | 2300311101 AXus 5 6.0-7.3 | 2300312101 AXus 4 6.0-7.3 | 2300313101 AMes
7.3-9.0 | 23003111-02 AXus 7.3-9.0 | 23003121-02 AXes 7.3-9.0 | 23003131-02 X
2 6.0-7.3 | 23004111-01 i 6.0-7.3 | 2300412101 4 6.0-7.3 | 2300413101
7.3-9.0 | 2300411102 7.3-9.0 | 23004121-02 7.3-9.0 | 2300413102
5 6.0-7.3 | 2300511101 X g 6.0-7.3 | 2300512101 AMus , 6.0-7.3 | 2300513101 AKes
7.3-9.0 | 23005111-02 ;PXus 7.3-9.0 | 2300512102 ‘Al 7.3-9.0 | 2300513102 X
6 6.0-7.3 | 2300611101 (Al . 6.0-7.3 | 2300612101 SAKes 6 6.0-7.3 | 2300613101 w
7.3-9.0 | 23006111-02 AXus 7.3-9.0 | 2300612102 AXus 7.3-9.0 | 23006131:02 MM
4 6.0-7.3 | 2300711101 AXus 5 6.0-7.3 | 2300712101 SNKus 5 6.0-7.3 | 2300713101 X
73-9.0 | 2300711102 X 73-00 | 23007121-02 Mhw 7.3-9.0 | 2300713102 X u
i 6.0-7.3 | 2300811101 /AXes " 6.0-7.3 | 2300812101 ‘AXus 8 6.0-7.3 | 2300813101 Ahw
7.3-9.0 | 2300811102 AXus 73-90 | 2300812102 AXus 7.3-9.0 | 2300813102 AXw
6.0-7.3 | 2330511101 6.0-7.3 | 2330512101 6.0-7.3 | 2330513101
35 345 345
7.3-9.0 | 2330511102 7.3-9.0 | 2330512102 7.3-9.0 | 2330513102
6.0-7.3 | 23009111-01 6.0-7.3 | 2300912101 6.0-7.3 | 2300913101
¢ 7.3-9.0 | 2300911102 ! 7.3-9.0 | 23000121-02 i 7.3-9.0 | 2300913102
6.0-7.3 | 2301011101 6.0-7.3 | 2301012101 6.0-7.3 | 2301013101
B 7.3-9.0 | 2301011102 " 73.90 | 23010121-02 1 7.3-9.0 | 2301013102
6.0-7.3 | 2301211101 6.0-7.3 | 2301212101 6.0-7.3 | 2301213101
1 7.3-9.0 | 2301211102 e 7.3-90 | 23012121-02 b 7.3-9.0 | 2301213102
” 6.0-7.3 | 23014111-01 " 6.0-7.3 | 2301412101 ” 6.0-7.3 | 2301413101
73-9.0 | 2301411102 7.3-9.0 | 23014121-02 7.3-9.0 | 2301413102
" 6.0-7.3 | 23018111-01 " 6.0-7.3 | 2301812101 ” 6.0-7.3 | 2301813101
7.3-9.0 | 2301811102 73.00 | 23018121-02 7.3-9.0 | 2301813102
2o \ \ - \ \ - 6.0-7.3 | 23204131-01
\ \ \ \ 7.3-9.0 | 2320413102
Specficatons
Number of Contacts 2 | 3 4 5 | 6 7 8 345 o 0|21 18 2
Wire Gauge 25mm’ (14AWG) (:%m“é) 075mm’ (18AWG) | 0.34mnf (22AWG) om0zt r"zm“é; 0.25mm’ (24AWG) ;ﬁim+
Cable Range 6.0-7.3mm,7.3-9.0mm
Enviranmental Protection |P68 (Mated) ‘ IP67 (Mated) IP67 (Mated)
Mechanical Life 500 mating cycles
OperatingTemperature -45C - 105C
Voltage Rating 300 300V 300V 125V 125V 80V 60V 125+30V 60V 30V 30v 300V430V
Rated Current(40C) 20A 20A 15A 10A 10A 5A 5A 15A+2A 5A 5A 20 20A+5A
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MIDDLE SERIES
CHOGORI

Middle Series Specifications

Middle Series, Male Connector & Male Pin

Molded, 180° | |Molded, 180° Molded, 180°
Screw Type, Solder Lock Bayonet Type, Solder Push Lock Type, Solder
Figure
Drawing
g 60.00 §3.10
o
» g 1= Shllm 2 M.z s )
] =]
] Bl =K} b 5|lE g [°I> s
o = =
w
Part-No.
2 Max. 10.8 |23002113-01-XxX (Y us 2 Max. 10.8 [23002123-01-XxX (Pl 2 Max:10.8 | 23002133-01-XXX Pl
3 Max. 10.8 [23003113-01-XxX B 3 Max. 10.8 [23003123-01-XXX Xws 3 Max:10.8 | 23003133-01-XXX (PAles
4 Max. 10.8 | 23004113-01-XXX 4 Max. 10.8 | 23004123-01-XXX 4 Max:10.8 | 23004133-01-XXX
5 Max, 10.8 | 23005113-01-XXX 5 Max. 10.8 | 23005123-01-XXX 5 Max:10.8 | 23005133-01-XXX
6 Max. 10.8 | 23006113-01-XXX 6 Max. 10.8 | 23006123-01-XXX 6 Max:10.8 | 23006133-01-XXX
7 Max. 10.8 |23007113-01-XXX X 7 Max. 10.8 [23007123-01-XxX (SN 7 Max:10.8 | 2300713301 Al
8 Max. 10.8 |23008113-01-XxX ARus 8 Max. 10.8 [23008123-01-XXX ‘hw 8 Max:10.8 | 23008133-01-xXX Ml
3+5 Max. 10.8 | 23305113-01-XXX 3+5 Max. 10.8 | 23305123-01-XXX 35 Max:10.8 | 23305133-01-XXX
9 Max. 10.8 | 23009113-01-XXX 9 Max. 10.8 | 23009123-01-XXX 9 Max:10.8 | 23009133-01-XXX
10 Max. 10.8 | 23010113-01-XXX 10 Max. 10.8 | 23010123-01-XXX 10 Max:10.8 | 23010133-01-XXX
12 Max. 10.8 | 23012113-01-XXX 12 Max. 10.8 | 23012123-01-XXX 12 Max:10.8 | 23012133-01-XXX
14 Max. 10.8 | 23014113-01-XXX 14 Max. 10.8 | 23014123-01-XXX 14 Max:10.8 | 23014133-01-XXX
18 Max. 10.8 | 23018113-02-XXX 18 Max. 10.8 | 23018123-02-XXX 18 Max:10.8 | 23018133-02-XXX
2+3 \ \ 2+3 \ \ 2+3 Max.10.8 | 23203133-01-XXX
2+4 \ \ 2+4 \ \ 2+4 Max.10.8 | 23204133-02-XXX
Number of Contacls 2 | @ 4 5 | 6 7 8 3+5 9 0 [12]14/18] 23 | 24
; 3 1.0mm? 2 2 1.0mm?+0.25me|  0.34mm’ . 14AWG +
Wire Gauge 25mm’ (14AWG) | (17 vy 075’ (1BAWG) | 0.34mm” (22AWG) i7ans souans| (zzawe | O25MM’ (4AWG) e
Cable Range Max. 10.8mm
Environmental Protection IP67 (Mated)
Mechanical Life 500 mating cycles
OperatingTemperature -40C - 80°C
Voltage Rating 300V | 300V 300v 125V 125V 60V 60V 125+30V a0V 3o0v 30V 300V+30V
Rated Current(40C) 20A 20A 15A 10A 10A 5A 5A 15A+2A 5A 5A 2A 20A+5A
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MIDDLE SERIES
CHOGORI

Middle Series Specifications

Middle Series, Male Connector & Male Pin

Molded, 90° Molded, 90° Molded, 90°
Screw Type, Solder Lock Bayonet Type, Solder Push Lock Type, Solder
Figure l
Drawing 440
51.45 51.45 -
== 8 7]
2l 8 [ 5 o
EL o g | |5 CHOGORI - g o =
S s = = = @
3 ‘r ¥ o
3
b=
Part-No.
2 Max. 10.8 |23002114-01-XxX (X 2 Max. 10.8 [23002124-01-XxX (s 2 Max:10.8 | 23002134-0-x¢ (Pw
3 Max. 10.8 |23003114-01-XXX X 3 Max, 10.8 [23003124-01xxx m 3 Max:10.8 | 23003134-01-XXX Al
4 Max, 10.8 | 23004114-01-XXX 4 Max. 10.8 | 23004124-01-XXX 4 Max:10.8 | 23004134-01-XXX
5 Max. 10.8 | 23005114-01-XXX 5 Max. 10.8 | 23005124-01-XXX 5 Max:10.8 | 23005134-01-XXX
6 Max. 10.8 | 23006114-01-XXX ] Max. 10.8 | 23008124-01-XXX 6 Max:10.8 | 23006134-01-XXX
7 Max. 10.8 |23007114-01-X%X PARus 7 Max. 10.8 [23007124-01-xx% Ahus 7 Max:10.8 | 23007134-01-XxX Xws
8 Max. 10.8 |23008114-01-XXX ;ARes 8 Max. 10.8 [23008124-01-Xx% (B 8 Max:10.8 | 23008134-01-XxX AR
345 Max. 10.8 | 23305114-01-XXX 345 Max. 10.8 | 23305124-01-XXX 345 Max:10.8 | 23305134-01-XXX
9 Max. 10.8 | 23009114-01-XXX 9 Max. 10.8 | 23009124-01-XXX 9 Max:10.8 | 23009134-D1-XXX
10 Max. 10.8 | 23010114-01-XXX 10 Max. 10.8 | 23010124-01-XXX 10 Max:10.8 | 23010134-D1-XXX
12 Max. 10.8 | 23012114-01-XXX 12 Max. 10.8 | 23012124-01-XXX 12 Max:10.8 | 23012134-01-XXX
14 Max. 10.8 | 23014114-01-XXX 14 Max. 10.8 | 23014124-01-XXX 14 Max:10.8 | 23014134-01-XXX
18 Max. 10.8 | 23018114-02-XXX 18 Max. 10.8 | 23018124-01-XXX 18 Max:10.8 | 23018134-01-XXX
2+3 \ A\ 2+3 \ \ 2+3 Max. 10.8| 23203134-01-XXX
2+4 \ \ 2+4 \ \ 2+4 Max. 10.8| 23204134-01-XXX
Number of Contacts 2 ‘ g 4 5 | 6 7 | 8 345 9 m‘ 12| u | 18 | 243 | 244
Wire Gauge 25mme (14AWG) | 1O o 26t (1BAWG) | 0.34mm (22aWG) [T IO O |0 o0 e oA e
9 .5mm® ( ) arang) | mm” ( ) 0.34mm" ( ) h7AWG +248WG (22AWG) .25mm°” | ) 20AWG
Cable Range Max. 10.8mm
Environmental Protection IP67 (Mated)
Mechanical Life 500 mating cycles
OperatingTemperature -40C - 80C
Voltage Rating 300v | 300V 300V | 125V | 125V | 6OV | 60V 125+30V 6OV | 30V 30V 300V+30V
Rated Current(40C) 204 | 20A 15A 10A | 10A 5A 5A 15A+2A 5A 5A 2A 20A+5A
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MIDDLE SERIES
CHOGORI

Middle Series Specifications

Middle Series, Female Connector & Male Pin

Field Installable, 180° Field Installable, 180° Field Installable, 180°
Screw Type, Solder Lock bayonet Type, Solder Push Lock Type, Solder
Figure
Drawing o o .
=z = [ i
o | H . HBH
o ==
@
==
{17)
w
Part-No.
” 6.0-7.3 | 23002311-01 AXes z 6.0-7.3 | 2300232101 AR " 6.0-7.3 | 2300233101 /AR us
73-9.0 | 23002311-02 AR us 7.3-90 | 2300232102 MR 7.3-9.0 | 23002331-02 " Aus
5 6.0-7.3 | 23003311-01 A us 5 6.0-7.3 | 23003321-01 Pl . 6.0-7.3 | 2300333101 e
73.90 | 23003311-02 X 7.3-9.0 | 2300332102 AN 7.3-9.0 | 23003331-02 ‘P
. 6.0-7.3 | 2300431101 . 6.0-7.3 | 23004321-01 . 6.0-7.3 | 23004331-01
73-90 | 23004311-02 73-9.0 | 23004321-02 7.3-9.0 | 23004331-02
& 6.0-7.3 | 23005311-01 5 6.0-7.3 | 23005321-01 g 6.0-7.3 | 23005331-01
7.3-90 | 23005311-02 7.3-9.0 | 2300532102 7.3-9.0 | 2300533102
6 6.0-7.3 | 23006311-01 6 6.0-7.3 | 23006321-01 6 6.0-7.3 | 23006331-01
73.90 | 23006311-02 7.3-9.0 | 23006321-02 7.3-9.0 | 23006331-02
7 6.0-7.3 | 23007311-01 ;AR ws 5 6.0-7.3 | 2300732101  AXes ” 6.0-7.3 | 2300733101 MKy
73-90 | 23007311-02 AR ws 7.3-9.0 | 2300732102 s 7.3-9.0 | 2300733102 X us
. 6.0-7.3 | 23008311-01 ;AXes 8 6.0-7.3 | 2300832101  Ahws X 6.0-7.3 | 23008331-01 hus
73-90 | 23008311-02 X e 73.0.0 | 23008321-02 Pl 73-9.0 | 23008331-02 ;AN
6.0-7.3 | 2330531101 6.0-7.3 | 2330532101 6.0-7.3 | 2330533101
3+5 345 345
7.3-90 | 23305311-02 73.90 | 23305321-02 7.3-9.0 | 23305331-02
i 6.0-7.3 | 23009311-01 ) 6.0-7.3 | 2300932101 5 6.0-7.3 | 23009331-01
7.3-9.0 | 23009311-02 73-9.0 | 2300932102 7.3-9.0 | 2300933102
o L8073 23010311-01 " 6.0-7.3 | 23010321-01 » 6.0-7.3 | 23010331-01
73.90 | 23010311-02 73.90 | 2301032102 7.3-9.0 | 23010331-02
1 L8073 2301231101 » .0-7.3 | 23012321-01 12 6.0-7.3 | 23012331-01
73.90 | 23012311-02 7.3-9.0 | 23012321-02 7.3-9.0 | 23012331-02
o [LB0-73 | 2801431701 " 6.0-7.3 | 23014321-01 - 6.0-7.3 | 23014331-01
7.3-9.0 | 2301431102 73-9.0 | 2301432102 73-00 | 2301433102
5 L8073 2301831101 & 6.0-7.3 | 23018321-01 13 6.0-7.3 | 23018331-01
7.3-9.0 | 23018311-02 7.3-9.0 | 23018321-02 7.3-9.0 | 23018331-02
Number of Contacts : | & 4 5 | 6 7 8 345 9 0 2 | u |
Wire Gauge 25mmt (14AWG) | 1O | 072 1gAWG) | 0.34mm? (224WG) || Omis0zsn’ 034’ 0.25mm* (24AWG)
G (17AWG) £ 5 1TAWG +24AWG | (22AWG) i
Cable Range 6.0-7.3mm, 7.3-9.0mm
Environmental Protection IP68 (Mated) ‘ IPE7 {Mated) ‘ IP67 (Mated)
Mechanical Life 500 mating cycles
OperatingTemperature =451 =105
Voltage Rating 300V 300V 300V 125V 125V 80V 60V | 125430V = 60V 30V 30V 30V 30v
Raled Gurrent{40°C) 20A 20A 15A 10A 10A 5A 5A 15A+2A = 5A 5A 5A 5A 24
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MIDDLE SERIES
CHOGORI

Middle Series Specifications

Middle Series, Female Connector & Male Pin

Molded, 180° Molded, 180° [Molded, 180°
Screw Type, Solder Lock bayonet Type, Solder Push Lock Type, Solder
Figure
Drawing
(73
64.35 o
@
w
o
wy o
N
: :
Part-No.
2 Max. 10.8 | 23002313-01-X0¢ K 2 Max. 10.8 | 23002323-01-XXX  SAK . 2 Max. 10.8 | 23002333-01-XXX A} us
3 Max. 10.8 | 23003313-01-X6X SAKwl| 3 Max. 10.8 | 23003323-01-XXX  AKu 3 Max. 10.8 | 23003333-01-XXX SAK s
4 Max, 10.8 | 23004313-01-XXX 4 Max. 10.8 | 23004323-01-XXX 4 Max. 10.8 | 23004333-01-XXX
5 Max, 10.8 | 23005313-01-XXX 5 Max. 10.8 | 23005323-01-XXX 5 Max. 10.8 | 23005333-01-XXX
6 Max. 10.8 | 23006313-01-XXX 6 Max. 10.8 | 23006323-01-XXX 6 Max. 10.8 | 23006333-01-XXX
7 Max. 10.8 | 23007313-01-XXX K us 7 Max. 10.8 | 23007323-01-XXX X 7 Max. 10.8 | 23007333-01-00 AK s
8 Max. 10.8 | 23008313-01-XXX ‘K e 8 Max. 108 | 23008323-01-XXX AKw 8 Max. 10.8 | 23008333-01-XXX XA
3+5 | Max, 10.8 | 23305313-01-XXX 3+5 | Max. 10.8 | 23305323-01-XXX 345 | Max. 108 | 23305333-01-XXX
9 Max. 10.8 | 23009313-01-XXX 9 Max. 10.8 | 23009323-01-XXX 9 Max, 10.8 | 23009333-01-XXX
10 Max. 10.8 | 23010313-01-XXX 10 | Max.10.8 | 23010323-01-XXX 10 Max. 10.8 | 23010333-01-XXX
12 Max. 10.8 | 23012313-01-XXX 12 | Max.10.8 | 23012323-01-XXX 12 Max. 10.8 | 23012333-01-XXX
14 Max. 10.8 | 23014313-01-XXX 14| Max.10.8 | 23014323-01-XXX 14 Max. 10.8 | 23014333-01-XXX
18 Max. 10.8 | 23018313-01-XXX 18 | Max.10.8 | 23018323-01-XXX 18 Max. 10.8 | 23018333-01-XXX
Number of Contacts 2 | 3 4 5 | 6 7| s 345 9 0 | 12 | 4 | 8
. 2 1.0mm’ 2 1.0mm?+0.25mn?, 0.34mm’ 2
Wire Gauge 2.5mm’ (14AWG) (17AWG) 0.75mm’ (1BAWG) | 0.34mm’ (22AWG) e ot (22AWG) 0.25mm’ (24AWG)
Cable Range Max. 10.8mm
Environmental Protection 1P67 (Mated)
Mechanical Life 500 mating cycles
OperatingTemperature -40°C - 80°C
Voltage Rating 300V 300V 300V 125V 125V 6OV 60V | 125430V 6OV 30v 30V 30V 30V
Rated Current(40°C) 20A 20A 15A 10A 10A 5A 5A 154+2A | SA 5A 5A 5A 2A
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MIDDLE SERIES
CHOGORI

Middle Series Specifications

Middle Serie , Female Connector & Female Pin

Field Installable, 180° Field Installable, 180° Field Installable, 180°
- Screw Type, Solder Lock Bayonet Type, Solder Push Lock Type, Solder
Figure
Drawing -
z ENENSE agugs
@ SESESS _ HAA
§.
Part-No.
, 6.0-7.3 | 2300241101 Aus ) 6.0-7.3 | 23002421-01 AXw ) 6.0-7.3 | 2300243101 X
7.3-9.0 | 2300241102 Aus 7.3-9.0 | 23002421-02 Pl 7.3-9.0 | 2300243102 A
3 6.0-7.3 | 2300341101 Nu 5 6.0-7.3 | 23003421-01 N 4 6.0-7.3 | 2300343101 Mhw
7.3.9.0 | 2300341102 s 7.3-9.0 | 23003421-02  Nw 7.3-9.0 | 23003431-02 (Phw
i 6.0-7.3 | 23004411-01 ‘ 6.0-7.3 | 23004421-01 i 6.0-7.3 | 23004431-01
7.3-9.0 | 23004411-02 7.3.9.0 | 23004421-02 7.3.9.0 | 2300443102
6.0-7.3 | 23005411-01 6.0-7.3 | 23005421-01 6.0-7.3 | 23005431-01
5 7.3-9.0 | 2300541102 s 7.3-9.0 | 23005421-02 > 7.3-9.0 | 23005431-02
6 6.0-7.3 | 23008411-01 6 6.0-7.3 | 23006421-01 6 6.0-7.3 | 2300643101
7.3-9.0 | 23006411-02 7.3-9.0 | 23008421-02 7.3-9.0 | 23006431-02
. 6.0-7.3 | 2300741101 SAXes » 6.0-7.3 | 23007421-01 A . 6.0-7.3 | 2300743101 AXw
7.3-9.0 | 2300741102 AMus 7.3-9.0 | 2300742102 K 7.3-9.0 | 2300743102 A
5 6.0-7.3 | 2300841101 Ml ¥ 6.0-7.3 | 23008421-01 A . 6.0-7.3 | 2300843101 Pl
7.3-9.0 | 23008411-02 (hw 7.3-9.0 | 23008421-02 (u 7.3-9.0 | 23008431-02 AKm
6.0-7.3 | 23305411-01 6.0-7.3 | 23305421-01 6.0-7.3 | 2330543101
345 345 345
7.3-9.0 | 23305411-02 7.3-9.0 | 23305421-02 7.3-9.0 | 23305431-02
6.0-7.3 | 2300941101 6.0-7.3 | 23000421-01 6.0-7.3 | 2300943101
° 7.3-9.0 | 23009411-02 ’ 7.3-9.0 | 23009421-02 ’ 7.3-9.0 | 2300043102
4 6.0-7.3 | 23010411-01 - 6.0-7.3 | 23010421-01 " 6.0-7.3 | 2301043101
7.3-9.0 | 2301041102 7.3-9.0 | 23010421-02 7.3-9.0 | 23010431-02
- 6.0-7.3 | 2301241101 i 6.0-7.3 | 23012421-01 5 6.0-7.3 | 23012431-01
7.3.9.0 | 2301241102 7.3-9.0 | 23012421-02 7.3-9.0 | 2301243102
- 6.0-7.3 | 23014411-01 ” 6.0-7.3 | 23014421-01 i 6.0-7.3 | 23014431-01
7.3-9.0 | 2301441102 7.3-9.0 | 23014421-02 7.3-9.0 | 2301443102
m 6.0-7.3 | 2301841101 - 6.0-7.3 | 23018421-01 G 6.0-7.3 | 23018431-01
7.3-9.0 | 23018411-02 7.3-9.0 | 2301842102 7.3-9.0 | 2301843102
\ \ \ \ 6.0-7.3 | 23204431-01
2 \ \ 2 \ \ 2[5 a0 | 232044312
Number of Contacts T 4 5 | 6 7 | s 345 o 10| 12| 14]18] 24
Wire Gauge 25mm’ (14AWG) (:fm; 075mm’ (18AWG) |  034mm’ (2AWG) | Lo 0z ?2;;"(‘;; 025’ Q4AWG) | ot
Cable Range 6.0-7.3mm, 7.3 -9.0mm
Environmental Protection 1P68 (Mated) | P67 (Mated) P67 (Mated)
Mechanical Life 500 maling cycles
OperatingTemperature -45C - 1057C
Voltage Rating 300V 300V 300V 125V 125V 80V 6OV 125+30V 60V | 30V | 30V 30V | 300v+30v
Rated Current(40°C) 20A 20A 15A 10A 10A 5A 5A 15A+2A 5A 5A | 2A 2 20A+5A
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MIDDLE SERIES
CHOGORI

Middle Series Specifications

Middle Series, Female Connector & Female Pin

Molded, 180° Molded, 180° Molded, 180°
Screw Type, Solder Lock Bayonet Type, Solder Push Lock Type, Solder
Figure
Drawing
64.35
w
@
=
]
i (%3]
2
=
=
Part-No.
2 Max. 10.8 | 23002413-01-50X Pl 2 Max. 10.8 | 23002423-01-XXX K sg 2 Ma. 10.8 | 23002433:01-XxX Pl
3 Max. 10.8 | 23003413-01-XXX Al 3 Max. 10.8 | 23003423-01-XXX AN 3 Max. 10.8 | 23003433-01-XXX AXu
4 Max. 10.8 | 23004413-01-XXX 4 Max. 10.8 | 23004423-01-XXX 4 Max. 10.8 | 23004433-01-XXX
5 Max. 10.8 | 23005413-01-XXX 5 Max. 10.8 | 23005423-01-XXX 5 Max. 10.8 | 23005433-01-XXX
6 Max. 10.8 | 23006413-01-XXX 6 Max. 10.8 | 23006423-01-XXX 6 Max. 10.8 | 23006433-01-XXX
7 Max. 10.8 | 23007413-01-5XX (Pl 7 Max. 10.8 | 23007423-01-XxX Bm 7 Max. 10.8 | 23007433-01-XXX X
8 Max. 10.8 | 23008413-01-XXX SAK s 8 Max. 10.8 | 23008423-01-XXX ¢l 8 Max. 10.8 | 23008433-01-XxX s
3+5 Max. 10.8 | 23305413-01-XXX 3+5 Max. 10.8 | 23305423-01-XXX 3+5 Max. 10.8 | 23305433-01-XXX
9 Max. 10.8 | 23009413-01-XXX 9 Max. 10.8 | 23009423-01-XXX 9 Max. 10.8 | 23009433-01-XXX
10 Max. 10.8 | 23010413-01-XXX 10 Max. 10.8 | 23010423-01-XXX 10 Max. 10.8 | 23010433-01-XXX
12 Max. 10.8 | 23012413-01-XXX 12 Max. 10.8 | 23012423-01-XXX 12 Max. 10.8 | 23012433-01-XXX
14 Max. 10.8 | 23014413-01-XXX 14 Max. 10.8 | 23014423-01-XXX 14 Max. 10.8 | 23014433-01-XXX
18 Max. 10.8 | 23018413-01-XXX 18 Max. 10.8 | 23018423-01-XXX 18 Max. 10.8 | 23018433-01-XXX
2+4 i\ i\ 2+4 \ \ 2+4 Max. 10.8 | 23204433-01-XXX
Number of Contacts 'E 4 5 | s R 35 9 10 12| 14 18] 24
. 2 1.0mm’ > 2 1.0mm+0.25mm® | 0.34mm? 2 14AWG +
Wire Gauge 2.5mm’ (14AWG) (1TANG) 0.75mm’ (18AWG) 0.34mm* (228W8) 7 zeane | (raAWG) 0.25mm’ (4AWG) | oo
Cable Range Max. 10.8mm
Environmental Protection IP67(Mated)
Mechanical Life 500 mating cycles
OperatingTemperature -40C - 80C
Voltage Rafing 300V 300V 300V 125V 125V 60V 60V 125+30V B0V | 30V 30V 300V+30V
Rated Current(40°C) 20A 20A 15A 10A 10A 5A 5A 15A+2A 5A 5A 2A 20A+5A
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MIDDLE SERIES

CHOGORI

Middle Series, Male Connector & Male Pin with Screw

Middle Series Specifications

Field Installable, 180°
Screw Type, Solder

Figure

Drawing

R

Part-No.

2 65-9.0

23002111-03

Field Installable, 180°
Lock Bayonet Type, Solder

o

2 6.5-9.0 23002121-05

Field Installable, 180°
Push Lock Type, Solder

2 65-90

23002131-03

Middle Series, Female Connector & Female Pin with Screw

Field Installable, 180°
Screw Type, Solder

Field Installable, 180°
Lock Bayonet Type, Solder

Field Installable, 180°

Push Lock Type, Solder

Figure
Drawing
Part-No.

2 65-9.0 23002411-03 2 65-9.0 23002421-05 2 6.5-9.0 23002431-03
Number of Contacts 2
Wire Gauge 2.5mm’ (14AWG)
Cable Range 6.5mm - 9.0mm
Environmental Protection IP67(Mated)
Mechanical Life 500 mating cycles
OperatingTemperature -45C - 105°C
Voltage Rating 300V
Rated Current(40°C) 20A

@ www.chogori.cn



Middle Series Specifications

Middle Series, Male Connector & Female Pin with Screw

Description Field Installable, 180° Field Installable, 180° Field Installable, 180°
Screw Type, Solder Lock bayonet Type, Solder Push Lock Type, Solder
Figure
Drawing
Part-No. Contacts | a:;':m Parthumber || Contacts RanC::;m) Part-Number Contacts Raf:;ﬁ'm) Part-Number
2 65-9.0 23002211-03 2 65-9.0 23002221-05 2 6.5-9.0 23002231-07

Middle Series, Female Connector & Male Pin with Screw

Description [Molded, 180°
Screw Type, Solder

Figure H
Drawing o
5Lt ‘
-
S5 :1 6 4
Cable . Cable ) Cable

Part-No. Contacts | 2. oimm) Part-Number Contacts | ganee(mm) Part-Number Contacts Rageii] Part-Number

2 6.5-9.0 23002311-05 2 6.5-9.0 23002321-03 2 6.5-9.0 23002331-05
Specifications
Number of Contacts ' 2 3
Wire Gauge 2.5mm’ (14AWG)
Cable Range ' 6.5mm - 9.0mm
Environmental Protection IPB7(Mated)
Mechanical Life 500 mating cycles
OperatingTemperature -40C -105C
Voltage Rating 60V

Rated Curreni(40C) | 20A



1. Large Series, Assembly/Wiring Instructions.................... P77
2. Large Series, Panel Mount&Male Pin..................... P78 -P79
3. Large Series, Male Connector/ Female Pin............. P80 - P81
4. Large Series, Panel Mount&Female Pin................. P82 - P84
5. Large Series, Male Connector/ Male Pin................. P85 - P86
6. Large Series, Female Connector/ Male Pin............. P87 - P88
7. Large Series, Female Connector/ Female Pin......... P89 - P90




Assembly/Wiring Instructions LARGE SERIES

CHOGORI

Strip and prepare Cable. 15-18mm \

1
2-3mn:|/, ¥

Tinned

Thread Seals Nut,Seals Ring,

2 Clamp Ring and O-Ring onto Clamp Ring

the cable.
0-Ring Seals Nut
Seals Ring

Solder wire.

w
o
=
)
1]
()
o
=
<
by

Assemble O-Ring into Clamp ring.
4
5 Assemble Clamp Ring to Housing.

Housing

Put Seals Ring to the Clamp Ring.

- Assemble Seals Nut and Clamp Ring.
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LARGE SERIES
CHOGORI

Large Series, Panel Mount & Male Pin

Figure

Drawing

Part-No.

Front Panel Mount
Push Lock Type, Solder

Large Series Specifications

Panel Cut—Out

Max2.2 -
- L
tﬁ' ]
4 HHE
ol BE
S ;
= )
><
4
19.0

2400253501 ARg

3(204) 2400353501 ARus
3(504) 24003535-02
9 24009535-01
18 24018535-01
2 2402453501

3+9(MF) 2430953501 TAK 45
3+11(MF) 2431153501
2+18(MF) 24218535-01

Number of Contacts 2 ‘ 3 3 9 18 ‘ 24 3+9 311 2+18
Wire Gauge 4.0mm’ (12AWG) 8.4mm’ (BAWG) | 0.75mm’ (18AWG) 0.3mm’ (22AWG) 2.5mme+0.2mm* (12AWG+24AWG)
Panel Thickness Max. 2.2mm

Environmental Protection IP57 (Mated)

Mechanical Life 500 mating cycles

OperatingTemperature -45C - 105°C

Vollage Rating 300V 300V 300V 125V 125V 300V 300V

Rated Current (40°C) 20A 20A 504 54 5A 20A+5A 20A+5A
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LARGE SERIES
CHOGORI

Large Series Specifications

Large Series, Panel Mount & Male Pin

Square Panel Mount Rhombus Panel Mount
Push Lock Type, Solder Push Lock Type, Solder
Figure
Drawing
Mox5.0 = iy 35 8
19 I3 : @
- h - ! o 4
H o
o
o | 9, = ! g & o g
| | = 2 =2 =
T =l et &
o & E = [ i
| 5 i ®04.5
! { E 3.1 i Panel Cut—0Out
Fonel Cut=out > L8
| Cut—0Out
ane! u u 19.0 19.00
Part-No.
2 2400253601 ARy 2 2400253602 WAK
3(208) 24003536-01 Y yg 3(208) 24003536-03  Kg
3(50A) 24003536-02 3(504) 24003536-04
9 24009536-01 9 24009536-02
3+9(MF) 230053601 cTARWS 3+0(MF) 2430053602 (AR s

Number of Contacts . 2 3 I ) g9 | 3+9

Wire Gauge 4.0mm’ (12AWG) 8.4mm’ (BAWG) | 0.75mm’ (18AWG) 2.5mm” +0.2mm’ (12AWG+24AWG)
Panel Thickness Max. 5.0mm

Environmental Protection IP67(Mated)

Mechanical Life 500 mating cycles

OperatingTemperature -45C - 105TC

Voltage Raling 300V 300V 300V 125V 300V

Rated Current (40°C’) 20A 20A 50A 5A 20A+5A
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LARGE SERIES
CHOGORI

Large Series Specifications

Large Series, Male Connector & Female Pin

saliag abie

Field Installable, 180°
Push Lock Type, Solder
Figure
Drawing
55
<l I} P67 Fos|
L
Part_No» _
3 55-6.5 2400223101 oARus
8.0-105 24002231-02 AR
55-86.5 2400323101
3(208) t“.u
8.0-10.5 2400323102 (AXus
55-6.5 24003231-03
3(50A)
8.0-105 2400323104
g 55-6.5 24009231-01
8.0-10.5 24009231-02
18 55-6.5 2401823101
8.0-10.5 24018231-02
i 55-6.5 2402423101
8.0-10.5 2402423102
55-6.5 2430923101
3+9(FM) :“.u
8.0-10.5 2430923102 AR
55-6.5 2431123101
3+11(FM)
8.0-10.5 2431123102
Number of Contacls 2 ‘ 3 3 9 18 ‘ 24 3+9 ‘ 31
Wire Gauge 2.5mm? (14AWG) 2.5mm’ (14AWG)| 0.75mm’ (18AWG) 0.3mm? (22AWG) 1.5mm’+0.2mm’ (16AWG+24AWG)
Cable Range 5.5-6.5,8.0-10.5mm
Environmental Protection IP67 (Mated)
Mechanical Life 500 mating cycles
OperatingTemperature -45C - 105°C
Voltage Rating 300v 300V 300v 125V 125V 125V 300V 300V
Rated Current (40°C) 204 20A 504 5A 5A 5A 20A+5A 20A+5A
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LARGE SERIES
CHOGORI

Large Series, Male Connector & Female Pin

Figure

Drawing

Part-No.

Molded with Cable, 180°
Push Lock Type, Solder

Large Series Specifications

S

2 Max. 13.0mm 24002233010 ARg
3(204) Max. 13.0mm 24003233-01-%0¢ cARus
3(504) Max. 13.0mm 24003233-02-XXX

9 Max. 13.0mm 24009233-01-XXX

18 Max. 13.0mm 24018233-01-XXX

24 Max. 13.0mm 24024233-01-XXX
3-0(FM) Max. 13.0mm 24300233010 K s

3+11(FM) Max. 13.0mm 24311233-01-XXX
2+18(FM) Max. 13.0mm 24218233-01-XXX

Number of Contacts 2 ‘ 3 3 9 18 | 24 3+9 ‘ 311 2+18
Wire Gauge 4.0mm’ (12AWG) 8.4mm’ (BAWG)  0.75mm’ (18AWG) 0.3mm’ (22AWG) 2.5mm’+0.2mm’ (12AWG+24AWG)
Cable Range 4.5mm - 13.0mm

Environmental Protection IP67 (Mated)

Mechanical Life 500 mating cycles

OperatingTemperature -40C - 80C

Voltage Rating 300V 300V 300V 125V 125V 125V 300v 300V 300v
Rated Current (40°C) 20A 20A 50A 5A 5A 5A 20A+5A 20A+5A 20A+5A
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LARGE SERIES

CHOGORI

Large Series Specifications

Large Series, Panel Mount & Female Pin

Front Panel Mount
Push Lock Type, Solder
Figure
Drawing Max2.2
4'-47—7
|
{1
=
2 L] o
(=] p . I
z'; Al
e =
&
K
Panel Cut-0Out Lalt
Part-No.
2 2400263501 (s
3(204) 24003635-01 Al
3(504) 24003635-02
9 24009635-01
18 24018635-01
3+9(FM) 2430063501 (ANs
J+11(FM) 2431163501
2+13(FM) 24213635-01
2+4(F) 24204635-01
2+145 24305635-01
14141 24305635-05
Number of Contacts 2 | 3 3 9 18 349 ‘ 3+11 ‘ 2413 2+4 2+1+5 1+1+1
; 2 2 2 3 2 2 2mm’+0.2mm’  6mm’+ 0.2mm’ 6mm’ + 0.2mm?
Wire Gauge 4.0mm” (12AWG)  B.4mm® (BAWG) 0.75mm” (18AWG)  0.3mm" (22AWG) 2.5mm° + 0.2mm" (12AWG+24AWG) (14AWG+24AWG) (12AWG+24AWG] 12ANG+ 244G
Panel Thickness Max. 2.2mm
Environmental Protection IP67 (Mated)
Mechanical Life 500 mating cycles
OperatingTemperature -45C - 105C
Voltage Rating 300V 300V 300V 125V 125V 300v 300V 300V 300V 300V 300V
Rated Current (40°C) 20A 20A 50A 5A 54 20A+5A | 20A+5A | 20A+5A 50A+5A 50A+15A+5A  BOA+15A+5A
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LARGE SERIES
CHOGORI

Large Series, Panel Mount & Female Pin

Figure

Drawing

Part-No.

Number of Contacts

Large Series Specifications

Square Panel Mount
Push Lock Type, Solder

Max5.0
19 B
Ith
™~ :l
el N i T K =z
N & = ®
EJ;
(\—E*@BAO ﬁ
Panel Cut—0Out 19.0

2 2400263601 (SARys
3(204) 24003636501 AR e
3(504) 24003636-02
9 24009636-01
3+9(FM) 2430963601 g
3(504) 24003636-02
9 24009636-01
3+9(FM) 2430963601 AN us

2 | 3 3 3 39 244 24145 14141
Wire Gage 4.0mm’ (12AWG) 8.4mm’ (BAWG) | 0.75mm’ (1BAWG) | 2.5mm’ +0.2mm’ (12AWG+24AWG) gmzxﬂi% 8mm’+(l_2mm 6+ 0.2mm
Panel Thickness Max. 5.0mm
Environmental Protection IP57 (Mated)
Mechanical Life 500 mating cycles
OperatingTemperature -45C - 105°C
Voltage Raling 300V 300V 300V 125V 300V 300V 300V 300V
Rated Current (40°C) 20A 20A 50A 5A 20A+5A 50A+5A 50A+15A+5A 50A+15A+5A
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LARGE SERIES
CHOGORI

Large Series Specifications

Large Series, Panel Mount & Female Pin

Rhembus Panel Mount
Push Lock Type,Solder
Figure
Drawing
=
L
=}
. I 35
g 2 -
: " | .
e 3 & 9
)
L g g‘-
i *04 5
3.4 Panel Cut—0Out
7.60
19.00,
Part-No.
2 2400263605 AR
3(20A) 24003636-03 -\
3(508) 24003636-04
9 24009636-02
3+9(FM) 2430063602 (Ns
Number of Contacts 2 ‘ 3 3 9 3+9
Wire Gauge 4.0mm? (12AWG) 8.4mm? (BAWG) | 0.75mm’ (18AWG) 2.5mm? +0.2mm’ (12AWG+24AWG)
Panel Thickness Max. 5.0mm
Environmental Protection IP67 (Mated)
Mechanical Life 500 mating cycles
OperatingTemperature -45°C - 105°C
Voltage Rating 300V 300v 300V 125v 300V
Rated Current (40°C) 20A 20A 50A 5A 20A+5A

@ www.chogori.cn



LARGE SERIES
CHOGORI

Large Series Specifications

Large Series, Male connector & Male Pin

Field Installable, 180°
Push Lock Type, Solder
Figure
Drawing
58
w© =]
o
2 |I° e sl
=
H—
Part-No.
, 55-6.5 2400213101 AR ug
8.0-10.5 2400213102 Ry
55-6.5 2400313101 (K us
3(20A) -
8.0-10.5 2400313102 ¢PARws
55-6.5 24003131-03
3(50A)
8.0-10.5 24003131-04
" 55-6.5 24009131-01
8.0-10.5 24009131-02
55-6.5 2401813101
18
8.0-10.5 24018131-02
55-6.5 24309131-01
3+9(MF) Al
8.0-10.5 u30913102 Pl
55-6.5 2431113101
3+11(MF)
8.0-10.5 2431113102
2+13(MF) 8.0-105 24213131-01
2+4(M) 8.0-10.5 2420413101
2H145 8.0-10.5 2430513101
14141 8.0-10.5 24305131-02
Number of Contacls 2 i 3 9 18 319 l 311 ‘ 2413 2+4 - 24145 1+1+1
: Bmm’ +0.2mm’ | 6mm’ +0.2mm’ | 6mm’ + 0.2mm’
Wire Gauge 2.5mm’” (14AWG) | 2.5mm’ (14AWG)| 0.75mm” (18AWG) |0.3mm” (22AWG) 1.5mm*+0.2mm” (16AWG+24AWG) (12AWG24ANG) (12AWG+24ANG) | (12AWG*24AWG)
Cable Range 55-6.5,8.0-105mm
Environmental Protection IPG7 (Mated)
Mechanical Life 500 mating cycles
OperatingTemperature -45C - 105C
Voltage Raling 300v | 300V 300V 125V 125V 300V 300V 300V 300V 300V
Rated Current (40°C) 20A 20A 50A BA 5A 20A+5A 20A+5A 50A+5A 50A+15A+5A 50A+15A+5A
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LARGE SERIES
CHOGORI

Large Series Specifications

Large Series, Male connector & Male Pin

_ Molded with Cable, 180°
Push Lock Type, Solder
Figure
Drawing
Part-No.
2 Max. 13.0mm 24002133-01-x¢X AR yg
3(20A) Max. 13.0mm 24003133010 AR s
3(504) Max. 13.0mm 24003133-02-XXX
9 Max. 13.0mm 24009133-01-XXX
18 Max. 13.0mm 24018133-01-XXX
+A(MF) Max. 13.0mm 24309133-01-XXX AR s
3+11(MF) Max. 13.0mm 24311133-01-XXX
2+13(MF) Max. 13.0mm 24213133-01-XXX
2+4 Max. 13.0mm 24204133-01-001
24145 Max. 13.0mm 24305133-01-001
1+141 Max. 13.0mm 24305133-02-001
Number of Contacts BE 3 9 18 | wi | 2w 244 24145 14141
Wire Gauge 4.0mm’ (12AWG) | 8.4m’” (BAWG) | 0.75mm’ (18AWG) | 0.3mm” (22AWG) | 2.5mm’ + 0.2mm’ (12AWG+24AWG) ?1“%35&"&3@, ?{;’&’:{&g&ﬁe, ?&2\.\?0%%&"\;;6)
Cable Range 4.5mm - 13.0mm
Environmental Protection IP67 (Mated)
Mechanical Life 500 mating cycles
OperatingTemperature -40°C - 80°C
Voltage Rating 300V 300V 300V 125V 125V 300V 300v 300V 300V 300V
Rated Current (40°C) 20A 20A 50A 5A 5A 20A+5A 20A+5A 50A+5A 50A+15A+5A 50A+15A+5A
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LARGE SERIES
CHOGORI

Large Series, Female Connector & Male Pin

Large Series Specifications

Field Installable, 180°
Push Lock Type, Solder
Figure
Drawing
~57 5
i E: i 2
HEH 5
L__HHH (]
= ()
2
©
o |
Part-No.
5.5-6.5 200233101 (s
2
8.0-10.5 2400233102 AR gs
5.5-6.5 2400333101 AR
3(208)
8.0-10.5 2400333102 AR s
5.5-6.5 24003331-03
3(508)
8.0-10.5 24003331-04
5.5-6.5 24009331-01
9
8.0-10.5 24009331-02
5.5-6.5 24018331-01
18
8.0-10.5 24018331-02
55-6.5 2430933101 ARy
3+9(MF)
8.0-10.5 2430933102 (Kus
55-6.5 2431133101
3+11(MF)
8.0-10.5 24311331-02
24 8.0-10.5 2402433102
Number of Contacts 2 3 3 g 18 24 349 3+11
Wire Gauge 2.5mm” (14AWG) 2.5mm’ (14AWG)| 0.75mm’ (18AWG) 0.3mm” (22AWG) 1.5mm*+0.2mm’ (16AWG+24AWG)
Cable Range 55-6.5,8.0-10.5mm
Environmental Protection IP67 (Mated)
Mechanical Life 500 mating cycles
OperatingTemperature -45°C - 105°C
Voltage Rating 300V 300V 300V 125V 125V 125V 300V
Rated Current (40°C) 204 20A 50A SA 5A 5A 20A+5A
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LARGE SERIES

CHOGORI

Large Series Specifications

Large Series, Female Connector & Male Pin

Figure

Drawing

Part-No.

Molded with Cable, 180°
Push Lock Type, Solder

~60

Lo

2 Max. 13.0mm 24002333010 A} gg

3(20) M. 13.0mm 24003333010 (AR s
3(50A) Max. 13.0mm 24003333-02-XXX
9 Max. 13.0mm 24009333-01-XXX
18 Max. 13.0mm 24018333-01-XXX

3+9(MF) Max. 13.0mm 2630033301XKX A e
3+11(MF) Max. 13.0mm 24311333-01-XXX
24 Max. 13.0mm 24024333-01-XXX
2+18(MF) Max. 13.0mm 24218333-01-XXX

Number of Contacts 2 | 3 d 9 18 ‘ 24 3+9 3+11 | 2418
Wire Gauge 4,0mm’ (12AWG) g.4mm’ (BAWG) | 0.75mm’ (18AWG) 0.3mm’ (22AWG) 2.5mm’ + 0.2mm’ (12AWG+24AWG)
Cable Range 4.5mm - 13.0mm

Environmental Protection IP67 (Mated)

Mechanical Life 500 mating cycles

OperatingTemperature -40°C - 80°C

Vollage Rating 300V 300V 300V 125V 125V 125V 300V

Rated Current (40°C) 20A 20A 50A 5A 5A 5A 20A+5A
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LARGE SERIES
CHOGORI

Large Series Specifications

Large Series, Female connector & Female Pin

Field Installable, 180°
Push Lock Type, Solder
Figure
Drawing
57 :
m~ b i
g i '
__HHH . »
B=bE @
@
w
[
1=
Part-No. 5
55-6.5 2400243101 (PARus
2
8.0-10.5 2400243102 AR s
55-65 260033101 (s
3(20A)
8.0-10.5 2400343102 ARy
55-6.5 2400343103
3(50)
8.0-10.5 24003431-04
55-6.5 24009431-01
9
8.0-10.5 24009431-02
55-6.5 24018431-01
18
8.0-10.5 24018431-02
55-6.5 2430943101 (ARus
3+9(FM)
8.0-10.5 2430943102 AR us
55-65 2431143101
3+11(FM)
8.0-10.5 2431143102
2+13(FM) 8.0-105 2421343101
Mumber of Contacts 2 | il 3 ] 18 3+9 | 3+11 ‘ 2+13
Wire Gauge 25mm’ (14AWG) 25mm? (14AWG)| 0.75mm’ (18AWG) 0.3mm? (22AWG) 1.5mm*+0.2mm* (1BAWG+24AWG)
Cable Range 5.5-6.5,8.0-10.5mm
Environmental Protection IP§7 (Mated)
Mechanical Life 500 mating cycles
OperatingTemperature =45C - 105C
Voltage Rating 300V 300V 300V 125V 125V 300V 300V
Rated Current (40°C) 20A 20A 50A 5A 5A 20A+5A 20A+5A
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LARGE SERIES
CHOGORI

Large Series, Female connector & Female Pin

Large Series Specifications

Molded with Cable, 180°
Push Lock Type, Solder

Figure
Drawing
~60
N E: <o 9
Part-NO. —
2 Max. 13.0mm 24002433-01-XX%  oSARug
3(20A) Max. 13.0mm 24003433-01-XXX u“u
3(50A) Max. 13.0mm 24003433-02-XXX
9 Max. 13.0mm 24009433-01-XXX
18 Max. 13.0mm 24018433-01-XXX
3+9(FM) Max. 13.0mm 24300433-01-XXX PR s
3+11(FM) Max. 13.0mm 24311433-01-XXX
2+13(FM) Max. 13.0mm 24213433-01-XXX
Number of Centacts 2 ‘ 3 3 9 18 349 I+ 2413
Wire Gauge 4.0mm’ (12AWG) 8.4mm’ (BAWG) | 0.75mm’ (1BAWG) 0.3mm” (22AWG) 2.5mm’ +0.2mm’ (12AWG+24AWG)
Cable Range 4.5mm - 13.0mm
Environmental Protection IP67 (Mated)
Mechanical Life 500 mating cycles
OperatingTemperature -407C - 80°C
Voltage Rating 300V 300V 300V 125V 125V 300V 300V
Rated Current (40°C) 20A 20A S0A 5A 5A 20A+5A 20A+5A
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RJ45 SERIES
CHOGORI RJ45 Series Specifications

RJ45 Series,Panel Front Mount

Panel Front Mount,180° Panel Front Mount,90° RJ45 Plug
Screw Type, Jack Screw Type, Jack Screw Type, Field Installable
Figure
Drawing
34.00
3
- g
Mox: 4.0mm
Ponel Cut—0Out Fonel: Cut=0ut
Part Number

8 33000000-01 8 3300000002 0 33000111-02

Number of Contacts 8 0

Wire Gauge 24AWG

Panel Thickness Max. 4.0mm Max. 4.0mm Cable Range: 4.0mm - 7.0mm
Environmental Protection IP67 (Mated) IP67(Mated)

Mechanical Life 500 mating cycles

OperatingTemperature -40°C - 85C




CHOGORI RJ45 Series Specifications

RJ45 Series,Panel Front Mount

Panel Front Mount,180° Panel Front Mount,30° Lock Bayonet Type,
Lock Bayonet Type, Jack Lock Bayonet Type, Jack Field Installable
Figure
Drawing
4
2|
=l
=)
8
Ponel Cut-Out Ponel Cut—Out B
-
3
o
Part Number
8 33000000-04 8 33000000-05 0 33000000-06
Number of Contacts 8 ‘ 0
Wire Gauge 24AWG
Panel Thickness Max. 3.5mm Max. 3.5mm Cable Range: 4.0mm - 7.0mm
Environmental Protection IP67 (Mated) IP67(Mated)
Mechanical Life 500 mating cycles
OperatingTemperature -A0C - 35 €
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CHOGORI RJ45 Series Specifications

RJ45 Series,Panel Front Mount

Panel Front Mount, Panel Front Mount, Panel Front Mount,
Screw Type, PCB Lock Bayonet Type, PCB Screw(Metal) Type, PCB
Figure
Drawing
o gl
N )
237 ) ‘
Max: 3.5mm
Ponel Cut-Out FeraiCuet Ponel Cut-Dut LU
Part Number
8 33000000-07 8 33000000-08 8 33000000-09
Number of Contacts 8
Wire Gauge 24AWG
Panel Thickness Max. 4.0mm Max. 3.5mm Max. 4.0mm
Environmental Protection IP67(Mated) IP67 (Mated) IP67(Mated)
Mechanical Life 500 mating cycles
OperatingTemperature -40C - 85C




CHOGORI

RJ45 Series,Panel Front Mount

RJ45 Series Specifications

Panel Front Mount,180° Panel Front Mount,180° Panel Front Mount,180°
Screw Type, Jack Lock Bayonet Type, Jack Screw(Metal) Type, Jack
Figure
Drawing
[ \ = o
19:4 237
DAl -Cut = Ot Mox: 4.0mm Panel Cut—out
Ponel Cut=0Out
Part Number
8 33000000-10 8 33000000-11 8 33000000-12
Number of Contacts 8
Wire Gauge 24AWG
Panel Thickness Max. 4.0mm Max. 3.5mm Max. 4.0mm
Environmental Protection IP67 (Mated) IP67(Mated) IP67 (Mated)
Mechanical Life 500 mating cycles
OperatingTemperature -40°C - 85°C
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RJ45 SERIES
CHOGORI

RJ45 Series Specifications

RJ45 Series,Panel Front Mount

Panel Front Mount,90°
Screw Type, Jack

Panel Front Mount,90°
Lock Bayonet Type, Jack

Panel Front Mount,90°
Screw(Metal) Type, Jack

Figure
Drawing o
g E | g
g / i =
19.4 237 :
Ponel Cut—Out Panel Cut—out Wax: 3.5mm
Ponel Cut-0Out
Part Number
8 33000000-13 8 33000000-14 8 33000000-15
Number of Contacts 8
Wire Gauge 24AWG
Panel Thickness Max. 4.0mm Max. 3.5mm Max. 4.0mm
Environmental Protection IP67 (Mated) IP67(Mated) IP67 (Mated)
Mechanical Life 500 mating cycles
OperatingTemperature -40C - 85°C

@ www.chogori.
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USB Series

1. Micro USB Series, Female Connector..........cccovvvvviiiinan.. P98
2. USB Series, Male Connector........ccooveiiiiiiiiiiiiieieeen P99
3. USB Series, PanelMount........cccvvviiiiiiiiiiiinns. P100-P103

4. USB Series, Mini USB Series(B-Type).......ccocoviieininnnnn, P104
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CHOGORI

Micro USB Series, Female Connector

Field Installable, 180°
Lock Type, PCB

Figure

USB Series Specifications

Drawing

® 23.00
o]

%

Part Number

5 34005621-01

Number of Contacts 5

Wire Gauge 24AWG
Cable Range “
Environmental Protection IP65(Mated)
Mechanical Life 1500 mating cycles
OperatingTemperature -30°C~ 85°C
Breakdown Voltage = AC 500V / 1Minute
Speed 480 Mbps
Contact Resistance =30mQ Max
Insulation Resistance =1000MQ Min
Rated Current (40°C) 15A

@ www.chogori.cn



CHOGORI USB Series Specifications

USB Series, Male Connector

Field Installable, 180° Field Installable, 180°
Screw Type, Solder Lock Bayonet Type, Solder
Figure
Drawing
5
oo
3 g
Part Number

4 35-68 34000000-01 4 35-68 34000000-02

0
&£

=

5]
w
[an]
w
-

Number of Contacts 4

Wire Gauge 0.204mm’ (24AWG)
Cable Range 3.5mm - 6.8mm
Environmental Protection IP68(Mated) IP67(Mated)
Mechanical Life 1500 mating cycles
OperatingTemperature -40°C - +85°C
Breakdown Voltage = AC 500V / 1Minute
Speed 480 Mbps
Contact Resistance =30mQ Max
Insulation Resistance =1000MQ Min
Rated Current (40°C) 15A
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CHOGORI USB Series Specifications

USB Series, Panel Mount

Panel Front Mount, Panel Front Mount,
Screw Type, PCB Screw Type, Solder
Figure
Drawing
2150 450 14
g 0
L1 | = §
Porel Cut-0Out a
Forel Cut-0ut
10.16
&
o 5.08 Front Panel Mount B3
Front Panel Mount i =X |
| Panel Thickness [I/7 /&
Panel Thickness T#TE T g ? ™ 5*”7.29 Hecaomm
Max:4.0 mm
PCB Loyout
Part Number

4 34000000-03 4 34000000-09-XXX

Number of Contacts 4

Environmental Protection IP68(Mated) IP68(Mated)
Mechanical Life 1500 mating cycles

OperatingTemperature -40C - 85C

Breakdown Voltage = AC 500V / 1Minute

Speed 480 Mbps

Contact Resistance =30mQ Max

Insulation Resistance =1000MQ Min

Rated Current (407C) 15A

@ www.chogori.cn



CHOGORI USB Series Specifications

USB Series, Panel Mount

Panel Front Mount, Panel Front Mount,
Lock Bayonet Type, PCB Lock Bayonet Type, Solder
Figure
Drawing
203 &
203
- Vo
3 M o
o) i 5 o
I = e i l
Panel Cut-Out e Panel Cut-Out p
W) 4 2 1
= 5.08 o
Front Panel Mount i3t Front Panel Mount il
Panel Thickness T4 7 1 s, I, Pane| Thickness 1421 @
Max:4.5 mm 20 Max:4.5 mm o
PCEB Loyout c%
[an]
w
=)
Part Number

4 34000000-04 4 34000000-12-XXX

Number of Contacts i

Environmental Protection IP67(Mated) IP67(Mated)
Mechanical Life 1500 mating cycles

OperatingTemperature -40C - 85C

Breakdown Voltage = AC 500V / 1Minute

Speed 480 Mbps

Contact Resistance <30mQ Max

Insulation Resistance =1000MQ Min

Rated Current (40°C) 15A

www.chogori.cn @
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CHOGORI USB Series Specifications

USB Series, Panel Mount

Panel Mount, Panel Mount,
Lock Type, PCB Lock Type, Solder
Figure
Drawing
9} 35.00 35.00 !‘9 l:
% H & e
?<?\ m >
i q i g
| o i B
Parel Cut-Out 89‘{%? e L
Panel Cut-0Out
Real Panel Mount J& 35 43 :

Real Panel Mount J52445%, Panel Thickness [t 5K

Panel Thickness i B 7/ Sagal 5””‘:0 Uit

Mt PCE Loyout
Part Number

4 34000000-05 4 34000000-08-XXX

Number of Contacts 4
Environmental Protection IP67(Mated) IP67(Mated)
Mechanical Life 1500 mating cycles
OperatingTemperature -40C - 85T
Breakdown Voltage = AC 500V / 1Minute
Speed 480 Mbps
Contact Resistance < 30mQ Max
Insulation Resistance =1000MQ Min
Rated Current (40°C) 15A

@ www.chogori.cn



CHOGORI USB Series Specifications

USB Series, Panel Mount

Panel Mount, 180 [Panel Mount, 90
kirsite, PCB kirsite, PCB
Figure
Drawing
Tk 24,00 16.20 % 24.00
= 2
@[ 1620 | | 400 1.65 [ 12 o 2 g J
=) Es\ ] g hi ==
= | = Sy -
i / ] i &
27
4-40 UNC 2B T2 foio e 28
2 1400, ~ &
P N = 0 i 5
Panel Cut—Out 67)0 < iof — o ‘J’e;.,)a (c%, 1;[?; E
A 53
=
26.28 T |
Suggest of PCB Layoul Suggest of PCB Loyout
Part Number
4 34000000-06 4 34000000-14
Number of Contacts 4
Environmental Protection IP67(Mated) IP67(Mated)
Mechanical Life 1500 mating cycles
Operating Temperature -40C - 85C
Breakdown Valtage = AC 500V / 1Minute
Speed 480 Mbps
Contact Resistance <30mQ Max
Insulation Resistance =1000MQ Min
Rated Current (40°C) 15A
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CHOGORI USB Series Specifications

Mini USB Series(B-Type)

Molded with Cable, 180° ~ [Front Panel Mount
Lock Bayonet Type,Male Connector(B-Type) Female Connetor(B-Type)
Figure
Drawing 16.00
‘ 4.00
45.00 2.00
*3.00
== =
=1 P =
= 11 i
L i =5
== o BT =
T 2,00
2.00 '
Recommend Cut-out
Part Number

=
17}
w
17}
&

=
w

4 35-6.8 36005123-01-001 4 Max 4.00mm 36005625-01

Number of Contacts 4

Wire Gauge UsB2.0
Cable Range 3.5mm - 6.8mm
Environmental Protection IP67(Mated)
Mechanical Life 1500 mating cycles
OperatingTemperature =257 - #B5°C
Breakdown Voltage = DC 500V / 1Minute
Speed 480 Mbps
Contact Resistance =30mQ Max
Insulation Resistance =10MQ Min
Rated Current (40°C) 0.8A
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T ADAPTER SERIES

CHOGORI

Mini Series

T Adaptor Series Specifications

Figure

Lock Type/Screw Type T Adaptor

Drawing

Wire Gauge

59.00

45.80

/O\
(@em)
N>

W

0.5mm” (20AWG)

Environmental Protection

Mechanical Life

IP67(Mated)

500 mating cycles

OperatingTemperature

-45C - 105°C
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T ADAPTER SERIES

CHOGORI

T Adaptor Series Specifications

Standard Series

— Lock Type/Screw Type T Adaptor

Figure

Drawing

(—_CHOGORI )

63

T
|-

Wire Gauge 0.75mm? (18AWG)
Enviranmental Protection IP67(Mated)
Mechanical Life 500 mating cycles
OperatingTemperature -45C - 105C
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T ADAPTER SERIES

CHOGORI

Middle Series

_ Lock Type/Screw Type T Adaptor

Figure

Drawing

100.00

[
T
T
TIT
I

77.00

I T |HHII [ 1T
[T | -
1 1

w
8
2
(7]
w
4
8
[='%
]
)
<<
e

Wire Gauge 1.5mm’ (16AWG)
Environmental Protection 1P67(Mated)

Mechanical Life 500 mating cycles
OperatingTemperature -45C -105C
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Splitter Series Specifications

Splitter Series
Description Molded with Cable

Figure

Drawing
24.00 4.00
=
41 ©
5 %
© -
53 =
. @
@ U
L 1l 11 -
L1 h=
LBJ ‘
36.00
Specifications
Wire Gauge 1.0mm? (18AWG) ‘ 1.0mm’ (18AWG) ‘ 1.0mm? (16AWG)
Cable A Range 4.5mm - 9.0mm ‘ 6.0mm - 13.0mm ‘ 4.5mm - 8.0mm
Cable B Range 4.5mm - 8.0mm ‘ 4.5mm - 7.5mm ‘ 4.5mm - 8.0mm
Environmental Protection IP65
OperatingTemperature -40C - 85C




1. M15 Series, Screw LocK......oooviiiiiiiiiinnn P110-P112

2. M15Saries, Waterprool Cape v i P113




CHOGORI

Distributor Systems Specifications

M15 Distributor Series
_ Screw Lock, M15
Figure
Drawing o a2l —
Q =
5 5 H i/ L
: = s
SIUIE
K T ok
)
S
=)
_H
b
W0
Part Number

Male Connector

4800213-01-XXX e

Female Connector

48002413-01-XXX  Alus

Male Connector

48003113-01-XXX

Female Connector

48003413-01-XXX

Male Connector 48004113-01-XXX
Female Connector 48004413-01-XXX
Male Connector 48005113-01-XXX

Female Connector

48005413-01-XXX

=
5 seofcalons
w
g
& Number of Contacts 2 ‘ 3 ‘ 4 ‘ 5

Wire Gauge 1.0mm#18AWG

Cable Range 3.5-8.5mm

Degree of Protection IP68(Mated)

Machanical Operation >500 mating cycles

Lower-Upper - A5C~+105C

Temperature

Rate Voltage 300V 125V

Rated Current (40°C) 10A

Contact Brass, Gold Plating

Material of Housing

PA
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CHOGORI
M15 Distributor Series

_ Screw Lock, M15

Figure

Distributor Systems Specifications

Drawing

|g :

30.0

] [oecall g —

31454

Part Number
2 48012110-01 s 2 48012110-11 Ahws
3 Series 48012110-02 “Mhus 3 Parallel 48012110-12 ‘M
) 4 48012110-03 s 2 4 48012110-13 <Mhws
2 48112110-01 2 48112110-11
3 Series 48112110-02 3 Parallel 48112110-12
| 4 48112110-03 4 48112110-13
3
Number of Contacts 2 3
wn
Wire Gauge 1.0mm318AWG s
Cable Range 3.5-8.5 mm
Degree of Protection IP68(Mated)
Machanical Operation >500 mating cycles
lanwer-Upgir - 45C~+05C
Temperature
Rate Voltage 300V
Rated Current (40°C) 10A
Contact Brass, Gold Plating
Material of Housing PA

www.chogori.cn @
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CHOGORI

M15 Distributor Series

Distributor Systems Specifications

DDescription " Screw Lock, M15

Figure

Drawing

M15°1.0

| [aosen

3 48012111-01 s
Series
5 3 48012111-02 s
2 48112111-01
Series
3 48112111-02

Parallel

4801211111 A

48012111-12 N

Parallel

48112111-11

48112111-12

Number of Contacts 2

Wire Gauge 1.0mm#18AWG
Cable Range 3.5-85mm
Degree of Protection IP68(Mated)
Machanical Operation >500 mating cycles
i
Rate Voltage 500V
Rated Current (40°C) 10A
Contact Brass, Gold Plating

Material of Housing

PA
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CHOGORI M15 Waterproof Cap

Waterproof Cap for M15 Series

DDeseription | Screw Lock, M15

Figure

Drawing
*¥M15x%1.0
M n:la.auix:{g
A8 149280
Part-No.
48002413-01-XXX
114-00069-00 48003413-01-XXX
48004413-01-XXX
48005413-01-XXX
Specficatons
Degree of Protection |P68(Mated)
Lower-Upper Temperature -45T-~+105T
Material PA
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CAC3 Series

1. CAC3 Series(Rotary latch-Type)..........cocooeeii. P115-P117




CAC3 SERIES

CHOGORI

CAC3 Series(Rotary latch-Type)

CAC3 Series Specifications

3 PIN Power CON Ass'y Type plug 3 PIN Power CON Ass'y Type plug
Power-in (blue) Power-out (grey)

Figure

Drawing

Part Number

3 7.0-14.0 16003131-01 3 7.0-140 16003131-02

Number of Contacts 3

Wire Gauge 14-12AWG

Cable Range 7mm - 14mm

Environmental Protection IP87(Mated)

Mechanical Life = 1000 mating cycles g
OperatingTemperature -40C - +80C g
Withstand Voltage = AC 2500V / 1Minute S
Rated voltage 250V AC

Contact Resistance =3mQ

Insulation Resistance =100MQ

Rated Current (40°C) 20A
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CAC3 SERIES

CHOGORI CAC3 Series Specifications

CACS3 Series(Rotary latch-Type)

3 PIN Power CON Molding Type plug 3 PIN Power CON Molding Type plug
Power-in (blue) Power-out (grey)
Figure
Drawing
Part Number
3 7.0-14.0 16003133-01 3 7.0-14.0 1600313302
Number of Contacts g
Wire Gauge 14-12AWG
Cable Range 7mm - 14mm
Environmental Protection IP67(Mated)
Mechanical Life = 1000 mating cycles
OperatingTemperature - 40T - +80C
Withstand Voltage = AC 2500V / 1Minute
Rated voltage 250 VAC
Contact Resistance =3mQ
Insulation Resistance =100MQ
Rated Current (40°C) 20A

@ www.chogori.cn



CAC3 SERIES
CHOGORI CAC3 Series Specifications

CAC3 Series(Rotary latch-Type)

3 PIN Power CON Jack 3 PIN Power CON Jack
Power-in (blue) Power-out (grey)
Figure
Drawing :;7:0 43;70 ‘
tH—Et : —-—-Eai
g
I a5 «
woo | 2
Panel cut out (front side) Panel cut out (front side)
Part Number

3 =2mm 16003631-01 3 =2mm 16003631-02

Number of Contacts 3

Wire Gauge 14-12AWG
Panel thickness =2mm
Environmental Protection IP67(Mated)
Mechanical Life = 1000 mating cycles
OperatingTemperature -40C - +80C
Withstand Voltage = AC 2500V / 1Minute
Rated voltage 250 V AC
Contact Resistance =3mQ
Insulation Resistance =100MQ
Rated Current (40°C) 20A
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FC SERIES
CHOGORI

FC Series Specifications

FC Series
Figure
H 267 8
Drawing — e
§§ : M‘ ']
2 ‘j: )C éc B oo )
43 | (@ele o) 2, § U &
3] - & ) (O 2
|2| GD 7 ? |
36,9 J @
17.20 - .
1 A i A [l
Ty U FaPh
E - wernl
Part Number
13C2310555-01 13C2310555-02 13C2310655-01
Number of Contacts 3+10
Wire Gauge 12AWG+22AWG
Enviranmental Protection /
Mechanical Life 5000 mating cycles
OperatingTemperature -40°C ~ +85°C
Breakdown Voltage 1500V AC
Contact Resistance Pover < 1mQ) ;Signal < 30mQ
Insulation Resistance 2 2000MQ at DC500V
Rated Current (40°C) B0A+2A
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CHOGORI RW Series Specifications

RW Series

Figure

2 pin female plug 2 pin male plug

Drawing

Part Number

2 2.30-2.40 13002121-01 2 2.30-2.40 13002421-01

Number of Contacts 2

Wire Gauge 0.14mm?~0.20mm?
Cable Range 2.30-2.40mm
Environmental Protection IP67(Mated)
Mechanical Life 200 mating cycles
OperatingTemperature -45°C~105°C
Breakdown Voltage 1500V AC
Speed N/A
Contact Resistance < 30mQ Max
Insulation Resistance > 100MQ Min
Rated Current (40°C) 3.2A
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Waterproof cap for Middle Series

CHOGORI waterproof cap

Waterproof cap for Mini Series

- Panel mount Lock Type Panel mount Screw Type

Figure

Drawing

@ auoeom @ ﬁ; CHOGERI
60.00 | } 50.00
fmm

Part-No.
806-00027-00 806-00028-00

Cable Qutlet(mm) \
Degree of Protection IP67(Mated) IP67(Mated)
Lower-Upper Temperature -250~185C -45C~+857C
2100(525-01 210:x515-01
21xxx525-02 21x0x515-02
Mating Part No
21300:525-03 21xxx515-03
21x0x525-06
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Waterproof cap for Middle Series

CHOGORI waterproof cap

Waterproof cap for Mini Series

- Female connector Lock Type Female connector Screw Type
Figure
Drawing

Part-No.
806-00063-00 806-00075-00

Cable Qutlet(mm)

Degree of Protection IP67(Mated) IP67(Mated)

Lower-Upper Temperature = 2~ BE - 45°C~+85C
21xxx321-01 21xxx311-01
2100323-01 21%x¢313-01

Mating Part No

21xxx421-01 21xxx411-01
21xxx423-01 21x0413-01
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Waterproof cap for Middle Series

CHOGORI

Waterproof cap for Mini Series

_ Male connector Lock Type

Figure

Male connector Screw Type

Drawing

|-

()

o

120

|
@
Part-No.
806-00051-00 806-00057-00

Cable Outlet(mm)
Degree of Protection IP67(Mated) IP67(Mated)
Lower-Upper Temperature =25 <1850 - 45°C~+85C
21xxx121-01 21xxx111-01
Mating Part No 210x123-01 2hox113-01
21x0x124-01 21xxx114-01
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Waterproof cap for Standard Series

CHOGORI

Waterproof cap for Standard Series

waterproof cap

Figure

Standard Plug with Push Lack type

Standard Plug with Lock type

Standard Plug with Screw type

Drawing

Part-No.

(11953

200

806-00053-00 \ 806-00031-00 \

‘ 806-00030-00

Degree of Protection IP67(Mated) IP67(Mated) IP67(Mated)
Lower-Upper Temperature - 45°C~+85C - 45°C~+85'C - 45°C~+85C
Mating Part No 22XXX535-XX 22XXXB35-XX 22XXX525-XX 22XXX625-XX 22XXX515-XX 22XXX615-XX
_ Female Connector with Push Lock type | | Female Connector with Lock type Female Connector with Screw type
\i
Drawing

Part-No.
806-00062-00 806-00061-02 806-00060-01
Degree of Protection IP67(Mated) IP67(Mated) IP67(Mated)
Lower-Upper Temperature - 45°C~+85C - 45'C~+85°C - 45°C~+85°C
22XXX331-XX 22XXX431-XX 22XXX321-XX 22XXX421-XX 22XXX311-XX 22XXX411-XX
Mating Part No 22XXX333-XX-XXX 22XXX433-XX-XXX 22XXXI23-XK-XKX 22XXX423-XX-XXX 22XXX313-XX-XXX 22XXX413-XK-XXX
22XXX334-XX-XXX 22XXX434-XX-XXX 22XXX324-XX-XXX 22XXX424-XX-XXX 22XXX314-XX-XXX 22XXX414-XX-XXX
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Waterproof cap for Middle Series

CHOGORI

Waterproof cap for Middle Series

waterproof cap

Male Connector with Lock type

Male Connector with Screw type

Figure
Drawing
Part-No.
806-00024-00 806-00022-00
Degree of Protection IP67(Mated) IP67(Mated)
Lower-Upper Temperature - 45°C~+85C - 45°C~+85C
23XXX131-XX 23XXX231-XX 23XXX321-XX 23XXX421-XX
Mating Part No 23XXX133-XX-XXX 23XXX233-XX-XXX 23XXX323-XX-XXX 23XXX423-XX-XXX
23XXX134-XX-XXX 23XXX234-XX-XXX 23XXX324-XK-XXX 23XXX424-XX-XXX




Waterproof cap for Large Series

CHOGORI

Waterproof cap for Large Series

Figure

Drawing

Part-No.

waterproof cap

Lock Type

-

0
:

105

1530
170
3150 |

ool il)

105

806-00018-00 ‘ 806-00019-00

Cable Qutlet(mm) Max 14mm

Degree of Protection IP67(Mated)

Lower-Upper Temperature - 45°C~+85C

Mating Part No 2AXXXI2X-XK 24XXX22X-XX | 24XXKI2A-XK 24XXKA2X-XX
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Waterproof cap for Large Series

CHOGORI waterproof cap

Waterproof cap for Large Series

_ Lock Type Push lock
Figure /

_
2
—
C>.

Drawing

Eﬁmm

Part-No.
806-00017-00 806-00059-00

Degree of Protection IP67(Mated) IP67(Mated)
Lower-Upper Temperature - 25°C~+85°C - 45°C~+85C
24XAKDZAXK 24XXXB2X-XX
; 34000000-05 /34000000-08-XXX
Mating Part No 34000000-04 /34000000-12-XXX 24XXXIBX-XX 24XXX43X-XK
33000000-04/33000000-05
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Waterproof cap for Large Series
CHOGORI

Waterproof cap for Large Series

Figure

Drawing

Part-No.

Push Lock Type

2

59.00

Lock Type

2.00

©21.50

60

13

| 806-00058-00 \ 804-00002-00 |

Degree of Protection

IP67(Mated)

IP4X(Mated)

Lower-Upper Temperature

- 25°C~+85C

- 25C~+85°C

Mating Part No

24XXKE3X-XX  24XXXBIX-XK

24XXXE3X-XX  24XKXXEIX-XK
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Waterproof cap for Large Series

CHOGORI

Waterproof cap for Large Series

_ Push Lock Type Push Lock Type

Figure

Drawing
195.00 2 125.00
o (=
B %

4. 0.80
2.50

= D

Part-No.
804-00008-00 804-00005-00

Cable Outlet{mm) Max 10.5mm

Degree of Protection IP4X(Mated)

Lower-Upper Temperature - 25C~+85C

Mating Part No 24XXX13X-XX 24XXX23X-XX ‘ 24XXX3IX-XX 24 XXX43X-XX
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Waterproof cap for USB Series

CHOGORI waterproof cap

Waterproof cap for USB Series

Figure
Drawing 59.00

Part-No.
806-00001-00

Cable Outlet(mm)
Degree of Protection IP67(Mated)
Lower-Upper Temperature =45 C~+851C
Mating Part No
34000000-03 /34000000-09-XXX
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Waterproof cap for RJ45 Series
CHOGORI waterproof cap

Waterproof cap for RJ45 Series

- RJ45 Waterproof cap (Plastic Screw ) | |RJ45 Waterproof cap(Plastic Screw ) | |RJ45 Waterproof cap (Metal Screw )
Figure
Drawing ;
8
&
Part Number
806-00003-00 806-00003-01 806-00049-00
Environmental Protection IP67(Mated) | IP67(Mated) | IP67(Mated)
Mechanical Life 500 mating cycles
OperatingTemperature -40C - 85C
Mating Part No 33000615-03 33000615-03 33000615-04
33000000 07 33000000 07 33000615 06
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®
CHOGORI Focused on Your Connections

Chogori Technology Co., Ltd
Add: Building E, Zhonggangxing Industrial Zone, Zhangge Village,
Guanlan, Longhua District, Shenzhen, Guangdong, China(518110)
Tell: +86-755-28227766, 28227866
Email: market@chogori.cn
Fax: +86-755-28227566

Chogori USA.,Inc
Add: 2915 Ogletown, Suite 1833, Newark, Delaware, USA

Tel: +1-514-3782117
Email: gary@chogoriusa.com
Website: www.chogoriusa.com

Chogori Asia Pte.Ltd.
Add: 9 Jurong Town Hall Road #02-19 iHub Building Singapore 609431

Tel: +65 9644 7891
Email: eddie@chogoriasia.com.sg

www.chogori.cn/www.chogori-tech.com




